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Borehole Pumps

SCUBA SERIES
Close-coupled submersible pumps for 5” wells 

GS 4” SERIES
Submersible pumps for 4” wells 

Z-ZN 6” SERIES
Submersible pumps for 6” wells 

Z-ZR 8” SERIES
Submersible pumps for 8” wells 

Z-ZR 10” - 12” SERIES
Submersible pumps for 10”-12” wells 

4OS/C SERIES
Submersible motors for 4” wells 

L4C SERIES
Submersible motors for 4” wells 

L6C SERIES
Submersible motors for 6” wells

L6W/A SERIES
Submersible motors for 6” wells 

L8W SERIES
Submersible motors for 8” wells

L10W SERIES
Submersible motors for 10” wells

L12W SERIES
Submersible motors for 12” wells
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SCUBA Series

Multi-stage submersible 
centrifugal pumps for clean 
water, with the majority of 
components in AISI 304 
stainless steel. Double
mechanical seal system with 
oil chamber.
The liquid end is located 
underneath the electric 
motor which is cooled by the 
pumped liquid.
The pump is directly inserted 
in the tank or well to avoid 
suctions problems and noise.
Can also operate in a 
horizontal position.

Specifi cations
Delivery: up to 7.5 m3/h
Head: up to 80 metres
Power supply: three-phase and
single-phase 50 and 60 Hz
Single-phase motor: 220-240 V
50Hz, built-in automatic reset overload
protection. Internal capacitor supplied
standard.
Three-phase motor: 380-415 V;
overload protection to be provided by
user and installed in the control box (see
control box section)
Power: 0.55 kW to 1.1 kW
Maximum immersion depth: 20 metres
Water temperature: 0°C to +40°C
Passage of solids: up to 2.5 mm
Maximum permissible quantity
of suspended sand: 25 g/m3

Materials
Sleeve and head: Stainless steel
Upper bearing support:
Stainless steel
Shaft extension: Stainless steel
Screws: Stainless steel
Impeller: Technopolymer
Diffuser: Stainless steel
Lower bearing support: Die-cast
aluminium
Elastomers: NBR

Applications
Water supply from tanks, 6” wells,
basins and watercourses

Pressure boosting

Irrigation

Rain water collection

For a complete list of technical information, consult www.lowara.com
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SCUBA SERIES
Operating characteristics at 50 Hz

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.
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SCUBA SERIES
Dimensions and weights

 DIMENSIONS WEIGHT

NUMBER

SINGLE-PHASE THREE-PHASE OF STAGES L  

 mm kg

SC205C SC205T 4 526 13,5
SC207C SC207T 5 566 15
SC209C SC209T 6 591 16
SC211C SC211T 7 636 18
SC407C SC407T 4 541 14,5
SC409C SC409T 5 566 15,5
SC411C SC411T 6 611 17,5

scuba-sc2-sc4-2p50_c_td

PUMP TYPE

PUMP CROSS- CABLE LENGTH

TYPE TYPE OF CABLE

SC205C 3G1 H07RN-F
SC207C 3G1 H07RN-F
SC209C 3G1,5 H07RN-F
SC211C 3G1,5 H07RN-F
SC407C 3G1 H07RN-F
SC409C 3G1,5 H07RN-F
SC411C 3G1,5 H07RN-F
SC205T 4G1 H07RN-F
SC207T 4G1 H07RN-F
SC209T 4G1 H07RN-F
SC211T 4G1 H07RN-F
SC407T 4G1 H07RN-F
SC409T 4G1 H07RN-F
SC411T 4G1 H07RN-F

scuba-sc2-sc4-2p50_c_tc
Single-phase range available with pre-mounted float switch (SCUBA G). Versions with 10 metre cables available on request.

20 m 

SECTION

Hydraulic performance table at ~2850 rpm 50 Hz

Electrical data

PUMP TYPE

l/min        0 20 30 40 50 60 75 80 100 125

m3/h        0 1,2 1,8 2,4 3 3,6 4,5 4,8 6 7,5

kW HP

 SC205C - SC205T 0,55 0,75 47,7 43,4 40,5 36,8 32,3 26,7 15,9
 SC207C - SC207T 0,75 1 61,2 56,7 52,7 47,6 41,5 34,3 21,7
 SC209C - SC209T 0,9 1,2 72,4 66,3 61,8 56,3 49,6 41,8 27,4
 SC211C - SC211T 1,1 1,5 84,5 77,6 72,6 66,3 58,6 49,2 31,7
 SC407C - SC407T 0,75 1 49,4 42,8 40,6 38,1 34,0 32,5 25,9 16,5
 SC409C - SC409T 0,9 1,2 62,5 52,3 49,6 46,7 41,8 40,1 32,2 19,9
 SC411C - SC411T 1,1 1,5 75,5 63,4 60,0 56,4 50,6 48,5 39,3 25,4

scuba-sc2-sc4-2p50_c_th

RATED

POWER

Q = DELIVERY

H = TOTAL HEAD IN COLUMN OF WATER (METRES)

PUMP TYPE INPUT INPUT CAPACITOR PUMP TYPE INPUT INPUT INPUT

POWER* CURRENT* POWER* CURRENT* CURRENT*

SINGLE-PHASE 220-240 V THREE-PHASE 220-240 V 380-415 V

kW A F / 450 V kW A A

SC205C 0,93 4,37 16 SC205T 0,86 2,81 1,62
SC207C 1,15 5,19 25 SC207T 1,09 4,12 2,38
SC209C 1,32 5,88 25 SC209T 1,27 4,40 2,54
SC211C 1,63 7,25 30 SC211T 1,45 4,68 2,70
SC407C 1,18 5,28 25 SC407T 1,12 4,16 2,40
SC409C 1,38 6,17 25 SC409T 1,33 4,50 2,60
SC411C 1,76 7,85 30 SC411T 1,59 4,94 2,85
*Maximum value in specified range scuba-sc2-sc4-2p50_c_te
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INSTALLATION EXAMPLE OF A SUBMERSIBLE PUMP
Controlled by an inverter (hydrovar® Watercooled)

REF. DESCRIPTION

1  Scuba/B electric pump 
2  Power cable
3  HVW hydraulic kit
4  Hydrovar® Watercooled inverter 

scuba-hvw-2p50_a_tp
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GS 4” Series
Multi-stage centrifugal 
submersible pumps for 
clean water in 4” wells. High 
content of AISI 304 stainless 
steel. The fl oating impeller 
design ensures an excellent 
resistance to wear.

The upper and lower supports are made 
of precision-cast stainless steel ensuring 
resistance to corrosion, strength and rigid 
coupling to the motor.
The non-return valve is integrated in the 
head to support the weight of the column 
of water and protect against water hammer, 
thus safeguarding impellers and diffusers. 
Can also operate in a horizontal position.

Specifi cations
Delivery: up to 21 m3/h
Head: up to 340 metres
Power supply: three-phase and
single-phase 50 and 60 Hz
Single-phase version: 220-240 V, 50Hz
Three-phase version: 380-415 V;
overload protection to be provided by
user and installed in the control box (see
control box section)
Power: 0.25 kW to 7.5 kW
Maximum overall diameter of
pump (cable cover included): 99 mm
Water temperature: 0°C to +35°C
Maximum permissible quantity
of suspended sand: 150 g/m3

Materials
Valve cap, valve seat: Stainless steel
Valve gasket: NBR
Valve stop ring: Stainless steel
Upper support: Technopolymer
Bush bearings: Polyurethane
Impeller, diffuser: Technopolymer

Diffuser case, shim, pump shaft,
outer sleeve, spacer, fi lter,
coupling, cable cover: Stainless Steel

Applications
Water supply

Pressure boosting

Irrigation

Rain water collection

Fire-fi ghting

For a complete list of technical information, consult www.lowara.com
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1GSL SERIES
Hydraulic performance table at 50 Hz

PUMP N. OF

TYPE STAGES l/min        0 8,3 10 15 20 22,5

m3/h        0 0,5 0,6 0,9 1,2 1,35

kW HP

1GSL02(1) 8 0,37 0,5 53 46,6 45 37 27 20,6
1GSL03 12 0,37 0,5 79,4 69,9 67 55 40 30,9
1GSL05 18 0,55 0,75 119 105 100 83 60 46,3
1GSL07 24 0,75 1 159 140 133 110 80 61,7
1GSL11 35 1,1 1,5 232 204 194 160 116 90
1GSL15 49 1,5 2 324 285 272 224 163 126
(1) Maximum pump absorbed power: 0,25 kW - 0,33 HP. 1gsl-2p50-en_c_th

MOTOR

POWER

Q = DELIVERY

H = TOTAL HEAD METRES COLUMN OF WATER

1GSL..4OS SERIES
Dimensions and weights

ELECTRIC NUMBER  WEIGHT ELECTRIC

PUMP OF DNM PUMP PUMP

TYPE * WEIGHT

 L1 L kg kg

1GSL02M-4OS 8 Rp 1 1/4 298 651 3,1 10,7
1GSL03M-4OS 12 Rp 1 1/4 369 722 3,9 11,5
1GSL05M-4OS 18 Rp 1 1/4 472 825 4,9 13,1
1GSL07M-4OS 24 Rp 1 1/4 578 956 5,8 15,1
1GSL11M-4OS 35 Rp 1 1/4 824 1237 8,7 19,9
1GSL15M-4OS 49 Rp 1 1/4 1068 1516 11,8 24,6
1GSL03T-4OS 12 Rp 1 1/4 369 701 3,9 11
1GSL05T-4OS 18 Rp 1 1/4 472 825 4,9 12,5
1GSL07T-4OS 24 Rp 1 1/4 578 931 5,8 14
1GSL11T-4OS 35 Rp 1 1/4 824 1202 8,7 18
1GSL15T-4OS 49 Rp 1 1/4 1068 1481 11,8 23,2

 1gsl-4os-2p50_a_td

DIMENSIONS

(mm)

STAGES

1GSL..L4C SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE WEIGHT

 L1 L kg kg

1GSL02M-L4C 8 Rp 1 1/4 298 532 3,1 10,3
1GSL03M-L4C 12 Rp 1 1/4 369 603 3,9 11,2
1GSL05M-L4C 18 Rp 1 1/4 472 736 4,9 12,7
1GSL07M-L4C 24 Rp 1 1/4 578 862 5,8 14,2
1GSL11M-L4C 35 Rp 1 1/4 824 1153 8,7 19,6
1GSL15M-L4C 49 Rp 1 1/4 1068 1459 11,8 24,5
1GSL03T-L4C 12 Rp 1 1/4 369 583 3,9 10,9
1GSL05T-L4C 18 Rp 1 1/4 472 706 4,9 12,1
1GSL07T-L4C 24 Rp 1 1/4 578 842 5,8 13,6
1GSL11T-L4C 35 Rp 1 1/4 824 1108 8,7 17,1
1GSL15T-L4C 49 Rp 1 1/4 1068 1414 11,8 23,8
  1gsl-l4c-2p50_a_td

DIMENSIONS

(mm)

STAGES

* Electric pumps over 1500 mm long are supplied uncoupled.

Motor and pump are packed separately.
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1GSL SERIES
Operating characteristics at 50 Hz

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.
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* Electric pumps over 1500 mm long are supplied uncoupled.

Motor and pump are packed separately.

2GS SERIES
Hydraulic performance table at 50 Hz

PUMP N. OF

TYPE STAGES l/min        0 20 25 30 40 50

m3/h        0 1,2 1,5 1,8 2,4 3

kW HP

2GS02(1) 5 0,37 0,5 33 30 28 26 20 13
2GS03 7 0,37 0,5 47 42 40 36 29 19
2GS05 10 0,55 0,75 67 60 56 52 41 27
2GS07 14 0,75 1 93 83 79 73 57 37
2GS11 20 1,1 1,5 133 119 113 104 82 53
2GS15 28 1,5 2 187 167 158 146 115 74
2GS22 40 2,2 3 267 238 226 208 164 106
2GS30 52 3 4 347 309 294 271 213 138
(1) Maximum pump absorbed power: 0,25 kW - 0,33 HP. 2gs-2p50-en_c_th

Q = DELIVERY

H = TOTAL HEAD METRES COLUMN OF WATER

MOTOR

POWER

2GS..4OS SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

2GS02M-4OS 5 Rp 1 1/4 245 598 2,6 10,2
2GS03M-4OS 7 Rp 1 1/4 280 633 2,9 10,5
2GS05M-4OS 10 Rp 1 1/4 332 685 3,5 11,7
2GS07M-4OS 14 Rp 1 1/4 402 780 4,2 13,5
2GS11M-4OS 20 Rp 1 1/4 507 920 5,3 16,5
2GS15M-4OS 28 Rp 1 1/4 680 1128 7,1 19,9
2GS22M-4OS 40 Rp 1 1/4 914 1412 10,1 25,2
2GS03T-4OS 7 Rp 1 1/4 280 612 2,9 10
2GS05T-4OS 10 Rp 1 1/4 332 685 3,5 11,1
2GS07T-4OS 14 Rp 1 1/4 402 755 4,2 12,4
2GS11T-4OS 20 Rp 1 1/4 507 885 5,3 14,6
2GS15T-4OS 28 Rp 1 1/4 680 1093 7,1 18,5
2GS22T-4OS 40 Rp 1 1/4 914 1362 10,1 23
2GS30T-4OS 52 Rp 1 1/4 1120 1568 12,2 26,1
  2gs-4os-2p50_a_td

DIMENSIONS

(mm)

STAGES

2GS..L4C SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

2GS02M-L4C 5 Rp 1 1/4 245 479 2,6 9,8
2GS03M-L4C 7 Rp 1 1/4 280 514 2,9 10,1
2GS05M-L4C 10 Rp 1 1/4 332 596 3,5 11,3
2GS07M-L4C 14 Rp 1 1/4 402 686 4,2 12,6
2GS11M-L4C 20 Rp 1 1/4 507 836 5,3 16,2
2GS15M-L4C 28 Rp 1 1/4 680 1071 7,1 19,8
2GS22M-L4C 40 Rp 1 1/4 914 1325 10,1 24,3
2GS03T-L4C 7 Rp 1 1/4 280 494 2,9 9,9
2GS05T-L4C 10 Rp 1 1/4 332 566 3,5 10,7
2GS07T-L4C 14 Rp 1 1/4 402 666 4,2 12
2GS11T-L4C 20 Rp 1 1/4 507 791 5,3 13,7
2GS15T-L4C 28 Rp 1 1/4 680 1026 7,1 19,1
2GS22T-L4C 40 Rp 1 1/4 914 1305 10,1 22,9
2GS30T-L4C 52 Rp 1 1/4 1120 1662 12,2 32,8
  2gs-l4c-2p50_a_td

DIMENSIONS

(mm)

STAGES
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

2GS SERIES
Operating characteristics at 50 Hz
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* Electric pumps over 1500 mm long are supplied uncoupled.

Motor and pump are packed separately.

4GS SERIES
Hydraulic performance table at 50 Hz

PUMP NUMBER

TYPE OF l/min        0 30 40 60 80 90

m3/h        0 1,8 2,4 3,6 4,8 5,4

kW HP

4GS03M 4 0,37 0,5 27 24 23 19 13 9
4GS05M 7 0,55 0,75 47 42 40 33 22 15
4GS07M 9 0,75 1 60 54 51 42 28 19
4GS11M 14 1,1 1,5 94 84 80 66 44 30
4GS15M 19 1,5 2 127 114 108 89 60 40
4GS22M 27 2,2 3 181 162 154 127 85 57
4GS30T 35 3 4 228 204 194 160 107 72
4GS40T 48 4 5,5 321 288 274 226 151 102
  4gs-2p50_b_th

RATED

POWER

Q = DELIVERY

H = TOTAL HEAD IN COLUMN OF WATER (METRES)

STAGES

4GS..4OS SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

4GS03M-4OS 4 Rp 1 1/4 245 598 2,5 10,1
4GS05M-4OS 7 Rp 1 1/4 309 662 3,1 11,3
4GS07M-4OS 9 Rp 1 1/4 352 730 3,5 12,8
4GS11M-4OS 14 Rp 1 1/4 460 873 4,6 15,8
4GS15M-4OS 19 Rp 1 1/4 568 1016 5,7 18,5
4GS22M-4OS 27 Rp 1 1/4 770 1268 7,6 22,7
4GS03T-4OS 4 Rp 1 1/4 245 577 2,5 9,6
4GS05T-4OS 7 Rp 1 1/4 309 662 3,1 10,7
4GS07T-4OS 9 Rp 1 1/4 352 705 3,5 11,7
4GS11T-4OS 14 Rp 1 1/4 460 838 4,6 13,9
4GS15T-4OS 19 Rp 1 1/4 568 981 5,7 17,1
4GS22T-4OS 27 Rp 1 1/4 770 1218 7,6 20,5
4GS30T-4OS 35 Rp 1 1/4 967 1415 9,6 23,5
4GS40T-4OS 48 Rp 1 1/4 1248 1816 12,8 30,6

 4gs-4os-2p50_a_td

DIMENSIONS

(mm)

STAGES

4GS..L4C SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

4GS03M-L4C 4 Rp 1 1/4 245 479 2,5 9,7
4GS05M-L4C 7 Rp 1 1/4 309 573 3,1 10,9
4GS07M-L4C 9 Rp 1 1/4 352 636 3,5 11,9
4GS11M-L4C 14 Rp 1 1/4 460 789 4,6 15,5
4GS15M-L4C 19 Rp 1 1/4 568 959 5,7 18,4
4GS22M-L4C 27 Rp 1 1/4 770 1181 7,6 21,8
4GS03T-L4C 4 Rp 1 1/4 245 459 2,5 9,5
4GS05T-L4C 7 Rp 1 1/4 309 543 3,1 10,3
4GS07T-L4C 9 Rp 1 1/4 352 616 3,5 11,3
4GS11T-L4C 14 Rp 1 1/4 460 744 4,6 13
4GS15T-L4C 19 Rp 1 1/4 568 914 5,7 17,7
4GS22T-L4C 27 Rp 1 1/4 770 1161 7,6 20,4
4GS30T-L4C 35 Rp 1 1/4 967 1509 9,6 30,2
4GS40T-L4C 48 Rp 1 1/4 1248 1860 12,8 36,5
  4gs-l4c-2p50_a_td

DIMENSIONS

(mm)

STAGES
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

4GS SERIES
Operating characteristics at 50 Hz
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* Electric pumps over 1500 mm long are supplied uncoupled.

Motor and pump are packed separately.

6GS SERIES
Hydraulic performance table at 50 Hz

PUMP      NUMBER

OF l/min        0 50 70 90 110 133

m3/h        0 3 4,2 5,4 6,6 8

kW HP

6GS05 5 0,55 0,75 30,5 25,8 23 21 17 11,5
6GS07 7 0,75 1 42,7 36,1 33 29 24 16,1
6GS11 10 1,1 1,5 61 51,6 47 41 34 23
6GS15 14 1,5 2 85,4 72,2 66 58 48 32,2
6GS22 21 2,2 3 128 108 99 87 71 48,3
6GS30 29 3 4 177 150 136 120 99 66,7
6GS40 38 4 5,5 232 196 179 157 129 87,4
6GS55 52 5,5 7,5 317 268 244 215 177 120
 6gs-2p50-en_c_th

Q = DELIVERY

H = TOTAL HEAD IN COLUMN OF WATER (METRES)

RATED

POWERTYPE

STAGES

6GS..4OS SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

6GS05M-4OS 5 Rp 1 1/4 329 682 3,5 11,7
6GS07M-4OS 7 Rp 1 1/4 390 768 4,2 13,5
6GS11M-4OS 10 Rp 1 1/4 485 898 5,1 16,3
6GS15M-4OS 14 Rp 1 1/4 645 1093 6,8 19,6
6GS22M-4OS 21 Rp 1 1/4 862 1360 9,1 24,2
6GS05T-4OS 5 Rp 1 1/4 329 682 3,5 11,1
6GS07T-4OS 7 Rp 1 1/4 390 743 4,2 12,4
6GS11T-4OS 10 Rp 1 1/4 485 863 5,1 14,4
6GS15T-4OS 14 Rp 1 1/4 645 1058 6,8 18,2
6GS22T-4OS 21 Rp 1 1/4 862 1310 9,1 22
6GS30T-4OS 29 Rp 1 1/4 1127 1575 11,8 25,7
6GS40T-4OS 38 Rp 1 1/4 1406 1974 14,7 32,5
6GS55T-4OS 52 Rp 1 1/4 1840 2468 19,3 40,6

 6gs-4os-2p50_a_td

DIMENSIONS

(mm)

STAGES

6GS..L4C SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

6GS05M-L4C 5 Rp 1 1/4 329 593 3,5 11,3
6GS07M-L4C 7 Rp 1 1/4 390 674 4,2 12,6
6GS11M-L4C 10 Rp 1 1/4 485 814 5,1 16
6GS15M-L4C 14 Rp 1 1/4 645 1036 6,8 19,5
6GS22M-L4C 21 Rp 1 1/4 862 1273 9,1 23,3
6GS05T-L4C 5 Rp 1 1/4 329 563 3,5 10,7
6GS07T-L4C 7 Rp 1 1/4 390 654 4,2 12
6GS11T-L4C 10 Rp 1 1/4 485 769 5,1 13,5
6GS15T-L4C 14 Rp 1 1/4 645 991 6,8 18,8
6GS22T-L4C 21 Rp 1 1/4 862 1253 9,1 21,9
6GS30T-L4C 29 Rp 1 1/4 1127 1669 11,8 32,4
6GS40T-L4C 38 Rp 1 1/4 1406 2018 14,7 38,4
6GS55T-L4C 52 Rp 1 1/4 1840 2522 19,3 46,3
  6gs-l4c-2p50_a_td

DIMENSIONS

(mm)

STAGES
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

6GS SERIES
Operating characteristics at 50 Hz
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* Electric pumps over 1500 mm long are supplied uncoupled.

Motor and pump are packed separately.

8GS SERIES
Hydraulic performance table at 50 Hz

PUMP NUMBER

TYPE OF l/min        0 67 100 120 140 183

m3/h        0 4 6 7,2 8,4 11

kW HP

8GS07 4 0,75 1 26 23 22 20 18 11
8GS11 6 1,1 1,5 39 35 33 31 28 17
8GS15 8 1,5 2 52 46 44 41 37 22
8GS22 13 2,2 3 85 75 71 67 60 36
8GS30 17 3 4 111 98 93 87 78 47
8GS40 23 4 5,5 150 133 126 118 106 63
8GS55 32 5,5 7,5 208 185 175 164 147 88
8GS75 43 7,5 10 280 249 235 220 198 118
 8gs-2p50_c_th

Q = DELIVERY

H = TOTAL HEAD IN COLUMN OF WATER (METRES)

RATED

POWER

STAGES

8GS..4OS SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

8GS07M-4OS 4 Rp 2 299 677 3,2 12,5
8GS11M-4OS 6 Rp 2 361 774 3,8 15
8GS15M-4OS 8 Rp 2 423 871 4,5 17,3
8GS22M-4OS 13 Rp 2 580 1078 6 21,1
8GS07T-4OS 4 Rp 2 299 652 3,2 11,4
8GS11T-4OS 6 Rp 2 361 739 3,8 13,1
8GS15T-4OS 8 Rp 2 423 836 4,5 15,9
8GS22T-4OS 13 Rp 2 580 1028 6 18,9
8GS30T-4OS 17 Rp 2 740 1188 7,8 21,7
8GS40T-4OS 23 Rp 2 926 1494 9,6 27,4
8GS55T-4OS 32 Rp 2 1224 1852 12,8 34,1
8GS75T-4OS 43 Rp 2 1563 2397 16,2 45

8gs-4os-2p50_a_td

DIMENSIONS

(mm)

STAGES

8GS..L4C SERIES
Dimensions and weights

 

8GS07M-L4C 4 Rp 2 299 583 3,2 11,6
8GS11M-L4C 6 Rp 2 361 690 3,8 14,7
8GS15M-L4C 8 Rp 2 423 814 4,5 17,2
8GS22M-L4C 13 Rp 2 580 991 6 20,2
8GS07T-L4C 4 Rp 2 299 563 3,2 11
8GS11T-L4C 6 Rp 2 361 645 3,8 12,2
8GS15T-L4C 8 Rp 2 423 769 4,5 16,5
8GS22T-L4C 13 Rp 2 580 971 6 18,8
8GS30T-L4C 17 Rp 2 740 1282 7,8 28,4
8GS40T-L4C 23 Rp 2 926 1538 9,6 33,3
8GS55T-L4C 32 Rp 2 1224 1906 12,8 39,8
8GS75T-L4C 43 Rp 2 1563 2325 16,2 45,4

8gs-l4c-2p50_a_td

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

L1 L kg kg

(mm)

STAGES
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

8GS SERIES
Operating characteristics at 50 Hz
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* Electric pumps over 1500 mm long are supplied uncoupled.

Motor and pump are packed separately.

12GS SERIES
Hydraulic performance table at 50 Hz

PUMP NUMBER

TYPE OF l/min        0 100 150 175 200 250

m3/h        0 6 9 10,5 12 15

kW HP

12GS15 7 1,5 2 43,9 37,3 31 28 24 14,6
12GS22 11 2,2 3 69 58,4 49 43 37 22,5
12GS30 15 3 4 94 79,4 67 59 50 30
12GS40 20 4 5,5 128,6 109,9 94 84 73 46
12GS55 27 5,5 7,5 173,6 148,3 127 113 98 62
12GS75 35 7,5 10 221,8 190,2 163 146 126 80
 12gs-2p50_b_th

Q = DELIVERY

H = TOTAL HEAD IN COLUMN OF WATER (METRES)

RATED

POWER

STAGES

12GS..4OS SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

12GS15M-4OS 7 Rp 2 539 987 5,2 18
12GS22M-4OS 11 Rp 2 785 1283 7,9 23
12GS15T-4OS 7 Rp 2 539 952 5,2 16,6
12GS22T-4OS 11 Rp 2 785 1233 7,9 20,8
12GS30T-4OS 15 Rp 2 992 1440 10 23,9
12GS40T-4OS 20 Rp 2 1252 1820 12,6 30,4
12GS55T-4OS 27 Rp 2 1634 2262 16,8 38,1
12GS75T-4OS 35 Rp 2 2049 2883 20,9 49,7

12gs-4os-2p50_a_td

DIMENSIONS

(mm)

STAGES

12GS..L4C SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

12GS15M-L4C 7 Rp 2 539 930 5,2 17,9
12GS22M-L4C 11 Rp 2 785 1196 7,9 22,1
12GS15T-L4C 7 Rp 2 539 885 5,2 17,2
12GS22T-L4C 11 Rp 2 785 1176 7,9 20,7
12GS30T-L4C 15 Rp 2 992 1534 10 30,6
12GS40T-L4C 20 Rp 2 1252 1864 12,6 36,3
12GS55T-L4C 27 Rp 2 1634 2316 16,8 43,8
12GS75T-L4C 35 Rp 2 2049 2811 20,9 50,1

12gs-l4c-2p50_a_td

DIMENSIONS

(mm)

STAGES
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

12GS SERIES
Operating characteristics at 50 Hz
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* Electric pumps over 1500 mm long are supplied uncoupled.

Motor and pump are packed separately.

16GS SERIES
Hydraulic performance table at 50 Hz

PUMP NUMBER

TYPE OF l/min        0 133 200 250 300 367

m3/h        0 8 12 15 18 22

kW HP

16GS22 9 2,2 3 49,5 40,3 34 29 23 14
16GS30 12 3 4 66 54 46 39 31 20,4
16GS40 16 4 5,5 92,1 74,9 64 54 44 29
16GS55 21 5,5 7,5 120,9 98,6 84 72 59 39
16GS75 28 7,5 10 161,2 131,5 112 96 78 52
 16gs-2p50_b_th

Q = DELIVERY

H = TOTAL HEAD IN COLUMN OF WATER (METRES)

RATED

POWER

STAGES

16GS..4OS SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF 

STAGES

DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

16GS22M-4OS 9 Rp 2 749 1247 7,7 22,8
16GS22T-4OS 9 Rp 2 749 1197 7,7 20,6
16GS30T-4OS 12 Rp 2 953 1401 9,7 23,6
16GS40T-4OS 16 Rp 2 1224 1792 12,4 30,2
16GS55T-4OS 21 Rp 2 1620 2248 16,5 37,8
16GS75T-4OS 28 Rp 2 2096 2930 21,2 50

16gs-4os-2p50_a_td

DIMENSIONS

(mm)

16GS..L4C SERIES
Dimensions and weights

ELECTRIC NUMBER  PUMP ELECTRIC

PUMP OF DNM WEIGHT PUMP

TYPE * WEIGHT

 L1 L kg kg

16GS22M-L4C 9 Rp 2 749 1160 7,7 21,9
16GS22T-L4C 9 Rp 2 749 1140 7,7 20,5
16GS30T-L4C 12 Rp 2 953 1495 9,7 30,3
16GS40T-L4C 16 Rp 2 1224 1836 12,4 36,1
16GS55T-L4C 21 Rp 2 1620 2302 16,5 43,5
16GS75T-L4C 28 Rp 2 2096 2858 21,2 50,4

16gs-l4c-2p50_a_td

DIMENSIONS

(mm)

STAGES
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

16GS SERIES
Operating characteristics at 50 Hz
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Cooling shrouds

PUMP COOLING COOLING COOLING

TYPE SET SET SET

4OS/B L4C SHROUD FILTER BRACKETS

(D x L) (D x L1) (D) 

0,37 0,37
0,55 0,55
0,75 0,75
1,1 1,1
1,5 1,5
2,2 2,2
3 3
4 4

5,5 5,5
7,5 7,5
2,2 2,2
3 3
4 4

5,5 5,5
7,5 7,5

gs_kit-raf50-en_b_ta

1GSL
2GS
4GS
6GS
8GS

12GS

16GS

D115X500

D115X800

D115X1000

D145X800

D145 - 2PZD145X1000 D145X158

D115X117 D115 - 2PZ

MOTOR

TYPE

D145 - 2PZD145X158

D115/2 - 2PZ

D115 - 2PZ

D115X117

D115X117

GS SERIES pump and 4” motor selection table
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Z-ZN 6” Series

Multi-stage centrifugal 
submersible pumps for clean 
water in 6” wells. Made of AISI 
304 or AISI 316 stainless steel.
These durable and 
lightweight pumps assure 
high-effi ciency, low 
maintenance costs and ease 
of management. 
Their main characteristics 
include the possibility of 
replacing the impeller inlet 
wear ring.
Available in the high-pressure 
version to guarantee heads of 
up to 700 metres.
Can be coupled to all NEMA-
standard motors.

Specifi cations
Delivery: up to 78 m3/h
Head: up to 700 metres (high-pressure
version)
Power supply: three-phase 50 and 60 Hz
Three-phase version: 380-415 V
Power: 0.55 kW to 55 kW
Can be coupled with L4C, L6W and L8W
three-phase asynchronous motors in a
coolant bath.
Maximum overall diameter of pump (two 
cable covers included): 
144 mm (standard version),
195 mm (high-pressure version)
Water temperature: 0°C to +60°C 
(depending on the limits of the associated
motor)
Maximum permissible quantity
of suspended sand: 100 g/m3

Materials
Delivery port, non-return valve, diffuser, 
impeller, cable cover, lower support, 
pump shaft, coupling, spacer, screws,
tie-rods: Stainless steel
Thrust bearing: PTFE
Wear ring: Technopolymer PPO
Upper bearing: tungsten carbide
Shaft guide bearing: polyurethane
Elastomers: EPDM

Applications
Water supply

Pressure boosting

Irrigation

Fire-fi ghting

Mining industry

Golf

Groundwater level control

For a complete list of technical information, consult www.lowara.com
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Z6 SERIES
Operating characteristics at 50 Hz

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.
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Z6 SERIES
Operating characteristics at 50 Hz

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

Z6 SERIES
Operating characteristics at 50 Hz
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

Z6 SERIES
Operating characteristics at 50 Hz

Sezione_04_uk.indd   385Sezione_04_uk.indd   385 07/03/12   16.2207/03/12   16.22



386

4

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

Z6 SERIES
Operating characteristics at 50 Hz
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Z612 SERIES, 1 TO 19 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z612 01-L4C 0,55 616 236 380 142 144 16
 Z612 02-L4C 1,1 712 286 426 142 144 19
 Z612 03-L4C 1,5 820 348 472 142 144 23
 Z612 04-L4C 2,2 911 393 518 142 144 25
 Z612 05-L4C 3 1108 544 564 142 144 34
 Z612 06-L4C 3 1154 544 610 142 144 36
 Z612 07-L4C 4 1270 614 656 142 144 40
 Z612 08-L4C 4 1316 614 702 142 144 41
 Z612 09-L4C 5,5 1432 684 748 142 144 45
 Z612 10-L4C 5,5 1478 684 794 142 144 47
 Z612 11-L4C 5,5 1524 684 840 142 144 48
 Z612 12-L4C 7,5 1650 764 886 142 144 51
 Z612 13-L4C 7,5 1696 764 932 142 144 52
 Z612 14-L4C 7,5 1742 764 978 142 144 53
 Z612 15-L4C 7,5 1788 764 1024 142 144 55
 Z612 07-L6W 4 1239 583 656 144 146 54
 Z612 08-L6W 4 1285 583 702 144 146 55
 Z612 09-L6W 5,5 1361 613 748 144 146 61
 Z612 10-L6W 5,5 1407 613 794 144 146 62
 Z612 11-L6W 5,5 1453 613 840 144 146 63
 Z612 12-L6W 7,5 1539 653 886 144 146 68
 Z612 13-L6W 7,5 1585 653 932 144 146 69
 Z612 14-L6W 7,5 1631 653 978 144 146 70
 Z612 15-L6W 7,5 1677 653 1024 144 146 72
 Z612 16-L6W 9,3 1753 683 1070 144 146 77
 Z612 17-L6W 9,3 1799 683 1116 144 146 78
 Z612 18-L6W 9,3 1845 683 1162 144 146 79
 Z612 19-L6W 9,3 1891 683 1208 144 146 80

z612-1-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT

Z612 SERIES, 20 TO 39 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z612 20-L6W 11 1977 723 1254 144 146 86
 Z612 21-L6W 11 2023 723 1300 144 146 87
 Z612 22-L6W 11 2069 723 1346 144 146 88
 Z612 23-L6W 11 2161 723 1438 144 146 90
 Z612 24-L6W 13 2247 763 1484 144 146 95
 Z612 25-L6W 13 2293 763 1530 144 146 96
 Z612 26-L6W 13 2339 763 1576 144 146 98
 Z612 27-L6W 13 2385 763 1622 144 146 99
 Z612 28-L6W 13 2431 763 1668 144 146 100
 Z612 29-L6W 15 2547 833 1714 144 146 109
 Z612 30-L6W 15 2593 833 1760 144 146 110
 Z612 31-L6W 15 2639 833 1806 144 146 112
 Z612 32-L6W 15 2685 833 1852 144 146 113
 Z612 33-L6W 18,5 2801 903 1898 144 146 122
 Z612 34-L6W 18,5 2847 903 1944 144 146 123
 Z612 35-L6W 18,5 2893 903 1990 144 146 124
 Z612 36-L6W 18,5 2985 903 2082 144 146 126
 Z612 37-L6W 18,5 3031 903 2128 144 146 128
 Z612 38-L6W 18,5 3077 903 2174 144 146 129
 Z612 39-L6W 18,5 3123 903 2220 144 146 130

z612-2-50-en_b_td

ø D

DIMENSIONS (mm)
WEIGHT
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Z612 SERIES, 40 TO 60 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z612 40D-L6W 18,5 3825 903 2922 177 180 188
 Z612 41D-L6W 22 3865 943 2922 177 180 192
 Z612 42D-L6W 22 3865 943 2922 177 180 193
 Z612 43D-L6W 22 3865 943 2922 177 180 193
 Z612 44D-L6W 22 3865 943 2922 177 180 194
 Z612 45D-L6W 22 3865 943 2922 177 180 194
 Z612 46D-L6W 22 3865 943 2922 177 180 195
 Z612 47D-L6W 22 3865 943 2922 177 180 195
 Z612 48D-L6W 26 4407 1071 3336 177 180 217
 Z612 49D-L6W 26 4407 1071 3336 177 180 218
 Z612 50D-L6W 26 4407 1071 3336 177 180 218
 Z612 51D-L6W 26 4407 1071 3336 177 180 219
 Z612 52D-L6W 26 4407 1071 3336 177 180 219
 Z612 53D-L6W 26 4407 1071 3336 177 180 220
 Z612 54D-L6W 26 4407 1071 3336 177 180 221
 Z612 55D-L6W 26 4407 1071 3336 177 180 221
 Z612 56D-L6W 30 4487 1151 3336 177 180 230
 Z612 57D-L6W 30 4625 1151 3474 177 180 234
 Z612 58D-L6W 30 4625 1151 3474 177 180 234
 Z612 59D-L6W 30 4625 1151 3474 177 180 235
 Z612 60D-L6W 30 4763 1151 3612 177 180 239

z612-3-50-en_b_td

ø D

DIMENSIONS (mm)
WEIGHT

Z616 SERIES, 1 TO 18 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z616 01-L4C 0,75 646 266 380 142 144 17
 Z616 02-L4C 1,5 774 348 426 142 144 22
 Z616 03-L4C 2,2 865 393 472 142 144 24
 Z616 04-L4C 3 1062 544 518 142 144 33
 Z616 05-L4C 4 1178 614 564 142 144 37
 Z616 06-L4C 5,5 1294 684 610 142 144 42
 Z616 07-L4C 5,5 1340 684 656 142 144 43
 Z616 08-L4C 7,5 1466 764 702 142 144 46
 Z616 09-L4C 7,5 1512 764 748 142 144 48
 Z616 10-L4C 7,5 1558 764 794 142 144 49
 Z616 05-L6W 4 1147 583 564 144 146 52
 Z616 06-L6W 5,5 1223 613 610 144 146 57
 Z616 07-L6W 5,5 1269 613 656 144 146 58
 Z616 08-L6W 7,5 1355 653 702 144 146 63
 Z616 09-L6W 7,5 1401 653 748 144 146 65
 Z616 10-L6W 7,5 1447 653 794 144 146 66
 Z616 11-L6W 9,3 1523 683 840 144 146 71
 Z616 12-L6W 9,3 1569 683 886 144 146 72
 Z616 13-L6W 11 1655 723 932 144 146 77
 Z616 14-L6W 11 1701 723 978 144 146 78
 Z616 15-L6W 11 1747 723 1024 144 146 80
 Z616 16-L6W 11 1793 723 1070 144 146 81
 Z616 17-L6W 13 1879 763 1116 144 146 86
 Z616 18-L6W 13 1925 763 1162 144 146 87

z616-1-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT
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Z616 SERIES, 19 TO 36 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z616 19-L6W 15 2041 833 1208 144 146 96
 Z616 20-L6W 15 2087 833 1254 144 146 98
 Z616 21-L6W 15 2133 833 1300 144 146 99
 Z616 22-L6W 18,5 2249 903 1346 144 146 108
 Z616 23-L6W 18,5 2341 903 1438 144 146 110
 Z616 24-L6W 18,5 2387 903 1484 144 146 111
 Z616 25-L6W 18,5 2433 903 1530 144 146 112
 Z616 26-L6W 18,5 2479 903 1576 144 146 114
 Z616 27-L6W 22 2565 943 1622 144 146 118
 Z616 28-L6W 22 2611 943 1668 144 146 119
 Z616 29-L6W 22 2657 943 1714 144 146 120
 Z616 30-L6W 22 2703 943 1760 144 146 121
 Z616 31-L6W 26 2877 1071 1806 144 146 132
 Z616 32-L6W 26 2923 1071 1852 144 146 133
 Z616 33-L6W 26 2969 1071 1898 144 146 134
 Z616 34-L6W 26 3015 1071 1944 144 146 135
 Z616 35-L6W 26 3061 1071 1990 144 146 136
 Z616 36-L6W 26 3153 1071 2082 144 146 138

z616-2-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT

Z616 SERIES, 37 TO 56 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z616 37D-L6W 30 3659 1151 2508 177 180 197
 Z616 38D-L6W 30 3659 1151 2508 177 180 197
 Z616 39D-L6W 30 4073 1151 2922 177 180 208
 Z616 40D-L6W 30 4073 1151 2922 177 180 208
 Z616 41D-L6W 30 4073 1151 2922 177 180 209
 Z616 42D-L6W 30 4073 1151 2922 177 180 210
 Z616 43D-L6W 37 4223 1301 2922 177 180 224
 Z616 44D-L6W 37 4223 1301 2922 177 180 225
 Z616 45D-L6W 37 4223 1301 2922 177 180 225
 Z616 46D-L6W 37 4223 1301 2922 177 180 226
 Z616 47D-L6W 37 4223 1301 2922 177 180 226
 Z616 48D-L6W 37 4637 1301 3336 177 180 239
 Z616 49D-L6W 37 4637 1301 3336 177 180 240
 Z616 50D-L6W 37 4637 1301 3336 177 180 240
 Z616 51D-L6W 37 4637 1301 3336 177 180 241
 Z616 52D-L6W 37 4637 1301 3336 177 180 241
 Z616 53D-L8W 45 4580 1195 3385 193 195 316
 Z616 54D-L8W 45 4580 1195 3385 193 195 317
 Z616 55D-L8W 45 4580 1195 3385 193 195 318
 Z616 56D-L8W 45 4580 1195 3385 193 195 318

z616-3-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT
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Z622 SERIES, 1 TO 17 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z622 01-L4C 1,1 643 286 357 142 144 17
 Z622 02-L4C 2,2 819 393 426 142 144 23
 Z622 03-L4C 3 1039 544 495 142 144 32
 Z622 04-L4C 4 1178 614 564 142 144 38
 Z622 05-L4C 5,5 1317 684 633 142 144 42
 Z622 06-L4C 7,5 1466 764 702 142 144 46
 Z622 07-L4C 7,5 1535 764 771 142 144 47
 Z622 04-L6W 4 1147 583 564 144 146 52
 Z622 05-L6W 5,5 1246 613 633 144 146 57
 Z622 06-L6W 7,5 1355 653 702 144 146 63
 Z622 07-L6W 7,5 1424 653 771 144 146 64
 Z622 08-L6W 9,3 1523 683 840 144 146 70
 Z622 09-L6W 9,3 1592 683 909 144 146 71
 Z622 10-L6W 11 1701 723 978 144 146 77
 Z622 11-L6W 11 1770 723 1047 144 146 78
 Z622 12-L6W 13 1879 763 1116 144 146 84
 Z622 13-L6W 13 1948 763 1185 144 146 85
 Z622 14-L6W 15 2087 833 1254 144 146 95
 Z622 15-L6W 15 2156 833 1323 144 146 97
 Z622 16-L6W 18,5 2295 903 1392 144 146 106
 Z622 17-L6W 18,5 2364 903 1461 144 146 108

z622-1-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT

Z622 SERIES, 18 TO 33 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z622 18-L6W 18,5 2433 903 1530 144 146 109
 Z622 19-L6W 22 2542 943 1599 144 146 114
 Z622 20-L6W 22 2611 943 1668 144 146 116
 Z622 21-L6W 22 2680 943 1737 144 146 117
 Z622 22-L6W 22 2749 943 1806 144 146 119
 Z622 23-L6W 26 2946 1071 1875 144 146 129
 Z622 24-L6W 26 3015 1071 1944 144 146 131
 Z622 25-L6W 26 3084 1071 2013 144 146 133
 Z622 26-L6W 26 3153 1071 2082 144 146 134
 Z622 27-L6W 30 3302 1151 2151 144 146 144
 Z622 28-L6W 30 3371 1151 2220 144 146 145
 Z622 29-L6W 30 3440 1151 2289 144 146 147
 Z622 30-L6W 30 3509 1151 2358 144 146 148
 Z622 31-L6W 37 3728 1301 2427 144 146 164
 Z622 32-L6W 37 3797 1301 2496 144 146 165
 Z622 33-L6W 37 3866 1301 2565 144 146 167

z622-2-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT
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Z622, 34 TO 50 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z622 34D-L6W 37 4223 1301 2922 177 180 221
 Z622 35D-L6W 37 4637 1301 3336 177 180 233
 Z622 36D-L6W 37 4637 1301 3336 177 180 234
 Z622 37D-L6W 37 4637 1301 3336 177 180 235
 Z622 38D-L8W 45 4580 1195 3385 193 195 310
 Z622 39D-L8W 45 4580 1195 3385 193 195 311
 Z622 40D-L8W 45 4580 1195 3385 193 195 311
 Z622 41D-L8W 45 4718 1195 3523 193 195 315
 Z622 42D-L8W 45 4718 1195 3523 193 195 316
 Z622 43D-L8W 45 4856 1195 3661 193 195 321
 Z622 44D-L8W 45 4856 1195 3661 193 195 321
 Z622 45D-L8W 45 5063 1195 3868 193 195 327
 Z622 46D-L8W 52 5153 1285 3868 193 195 348
 Z622 47D-L8W 52 5153 1285 3868 193 195 348
 Z622 48D-L8W 52 5360 1285 4075 193 195 355
 Z622 49D-L8W 52 5360 1285 4075 193 195 356
 Z622 50D-L8W 52 5360 1285 4075 193 195 357

z622-3-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT

Z631 SERIES, 1 TO 15 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z631 01-L4C 1,5 715 348 367 142 144 21
 Z631 02-L4C 3 980 544 436 142 144 31
 Z631 03-L4C 4 1119 614 505 142 144 35
 Z631 04-L4C 5,5 1258 684 574 142 144 40
 Z631 05-L4C 7,5 1407 764 643 142 144 44
 Z631 06-L4C 7,5 1476 764 712 142 144 46
 Z631 03-L6W 4 1088 583 505 144 146 50
 Z631 04-L6W 5,5 1187 613 574 144 146 56
 Z631 05-L6W 7,5 1296 653 643 144 146 61
 Z631 06-L6W 7,5 1365 653 712 144 146 63
 Z631 07-L6W 9,3 1464 683 781 144 146 67
 Z631 08-L6W 11 1573 723 850 144 146 74
 Z631 09-L6W 11 1642 723 919 144 146 75
 Z631 10-L6W 13 1751 763 988 144 146 81
 Z631 11-L6W 15 1890 833 1057 144 146 90
 Z631 12-L6W 18,5 2029 903 1126 144 146 100
 Z631 13-L6W 18,5 2098 903 1195 144 146 101
 Z631 14-L6W 18,5 2167 903 1264 144 146 103
 Z631 15-L6W 22 2276 943 1333 144 146 108

z631-1-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT
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Z631 SERIES, 16 TO 29 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z631 16-L6W 22 2345 943 1402 144 146 109
 Z631 17-L6W 22 2414 943 1471 144 146 111
 Z631 18-L6W 26 2611 1071 1540 144 146 121
 Z631 19-L6W 26 2680 1071 1609 144 146 123
 Z631 20-L6W 26 2749 1071 1678 144 146 124
 Z631 21-L6W 30 2898 1151 1747 144 146 134
 Z631 22-L6W 30 2967 1151 1816 144 146 136
 Z631 23-L6W 30 3036 1151 1885 144 146 137
 Z631 24-L6W 37 3255 1301 1954 144 146 153
 Z631 25-L6W 37 3324 1301 2023 144 146 154
 Z631 26-L6W 37 3393 1301 2092 144 146 156
 Z631 27-L6W 37 3462 1301 2161 144 146 158
 Z631 28-L6W 37 3531 1301 2230 144 146 159
 Z631 29-L6W 37 3600 1301 2299 144 146 161

z631-2-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT

Z631 SERIES, 30 TO 43 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z631 30D-L8W 45 4166 1195 2971 193 195 292
 Z631 31D-L8W 45 4166 1195 2971 193 195 293
 Z631 32D-L8W 45 4166 1195 2971 193 195 294
 Z631 33D-L8W 45 4166 1195 2971 193 195 295
 Z631 34D-L8W 45 4166 1195 2971 193 195 295
 Z631 35D-L8W 45 4580 1195 3385 193 195 308
 Z631 36D-L8W 52 4670 1285 3385 193 195 328
 Z631 37D-L8W 52 4670 1285 3385 193 195 329
 Z631 38D-L8W 52 4670 1285 3385 193 195 330
 Z631 39D-L8W 52 4670 1285 3385 193 195 331
 Z631 40D-L8W 52 4670 1285 3385 193 195 331
 Z631 41D-L8W 52 4808 1285 3523 193 195 335
 Z631 42D-L8W 55 4848 1325 3523 193 195 342
 Z631 43D-L8W 55 4986 1325 3661 193 195 347

z631-3-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT
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Z646 SERIES, 1 TO 12 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z646 01-L4C 1,5 761 348 413 142 144 22
 Z646 02-L4C 3 1072 544 528 142 144 32
 Z646 03-L4C 5,5 1327 684 643 142 144 42
 Z646 04-L4C 7,5 1522 764 758 142 144 46
 Z646 05-L4C 7,5 1637 764 873 142 144 49
 Z646 03-L6W 5,5 1256 613 643 144 146 57
 Z646 04-L6W 7,5 1411 653 758 144 146 63
 Z646 05-L6W 7,5 1526 653 873 144 146 66
 Z646 06-L6W 9,3 1671 683 988 144 146 72
 Z646 07-L6W 11 1826 723 1103 144 146 79
 Z646 08-L6W 13 1981 763 1218 144 146 85
 Z646 09-L6W 13 2096 763 1333 144 146 88
 Z646 10-L6W 15 2281 833 1448 144 146 98
 Z646 11-L6W 18,5 2466 903 1563 144 146 109
 Z646 12-L6W 18,5 2581 903 1678 144 146 111

z646-1-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT

Z646 SERIES, 13 TO 25 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z646 13-L6W 22 2736 943 1793 144 146 117
 Z646 14-L6W 22 2851 943 1908 144 146 119
 Z646 15-L6W 22 2966 943 2023 144 146 122
 Z646 16-L6W 26 3209 1071 2138 144 146 133
 Z646 17-L6W 26 3324 1071 2253 144 146 136
 Z646 18-L6W 30 3519 1151 2368 144 146 146
 Z646 19-L6W 30 3634 1151 2483 144 146 149
 Z646 20-L6W 30 3749 1151 2598 144 146 151
 Z646 21-L6W 37 4014 1301 2713 144 146 168
 Z646 22-L6W 37 4129 1301 2828 144 146 170
 Z646 23-L6W 37 4244 1301 2943 144 146 173
 Z646 24-L6W 37 4359 1301 3058 144 146 175
 Z646 25-L6W 37 4474 1301 3173 144 146 178

z646-2-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT
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Z646 SERIES, 26 TO 37 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z646 26D-L8W 45 4925 1195 3730 193 195 320
 Z646 27D-L8W 45 4925 1195 3730 193 195 322
 Z646 28D-L8W 45 5270 1195 4075 193 195 332
 Z646 29D-L8W 45 5270 1195 4075 193 195 333
 Z646 30D-L8W 45 5270 1195 4075 193 195 335
 Z646 31D-L8W 45 5385 1195 4190 193 195 337
 Z646 32D-L8W 52 5820 1285 4535 193 195 367
 Z646 33D-L8W 52 5820 1285 4535 193 195 368
 Z646 34D-L8W 52 5820 1285 4535 193 195 370
 Z646 35D-L8W 52 6280 1285 4995 193 195 383
 Z646 36D-L8W 52 6280 1285 4995 193 195 384
 Z646 37D-L8W 55 6320 1325 4995 193 195 392

z646-3-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT

Z660 SERIES, 1 TO 10 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 CableS Kg

 Z660 01-L4C 2,2 806 393 413 142 144 23
 Z660 02-L4C 4 1142 614 528 142 144 36
 Z660 03-L4C 5,5 1327 684 643 142 144 42
 Z660 04-L4C 7,5 1522 764 758 142 144 46
 Z660 02-L6W 4 1111 583 528 144 146 50
 Z660 03-L6W 5,5 1256 613 643 144 146 57
 Z660 04-L6W 7,5 1411 653 758 144 146 63
 Z660 05-L6W 9,3 1556 683 873 144 146 70
 Z660 06-L6W 11 1711 723 988 144 146 76
 Z660 07-L6W 13 1866 763 1103 144 146 83
 Z660 08-L6W 15 2051 833 1218 144 146 93
 Z660 09-L6W 18,5 2236 903 1333 144 146 104
 Z660 10-L6W 18,5 2351 903 1448 144 146 106

z660-1-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT
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Z660 SERIES, 11 TO 21 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z660 11-L6W 22 2506 943 1563 144 146 112
 Z660 12-L6W 22 2621 943 1678 144 146 114
 Z660 13-L6W 22 2736 943 1793 144 146 117
 Z660 14-L6W 26 2979 1071 1908 144 146 128
 Z660 15-L6W 26 3094 1071 2023 144 146 131
 Z660 16-L6W 30 3289 1151 2138 144 146 141
 Z660 17-L6W 30 3404 1151 2253 144 146 144
 Z660 18-L6W 37 3669 1301 2368 144 146 160
 Z660 19-L6W 37 3784 1301 2483 144 146 163
 Z660 20-L6W 37 3899 1301 2598 144 146 165
 Z660 21-L6W 37 4014 1301 2713 144 146 168

z660-2-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT

Z660 SERIES, 22 TO 32 STAGES
Dimensions and weights

ELECTRO RATED

PUMP POWER

TYPE kW L LM LP

1 Cable 2 Cables Kg

 Z660 22D-L8W 45 4580 1195 3385 193 195 308
 Z660 23D-L8W 45 4580 1195 3385 193 195 309
 Z660 24D-L8W 45 4580 1195 3385 193 195 310
 Z660 25D-L8W 45 4925 1195 3730 193 195 319
 Z660 26D-L8W 45 4925 1195 3730 193 195 320
 Z660 27D-L8W 52 5015 1285 3730 193 195 342
 Z660 28D-L8W 52 5360 1285 4075 193 195 352
 Z660 29D-L8W 52 5360 1285 4075 193 195 353
 Z660 30D-L8W 52 5360 1285 4075 193 195 355
 Z660 31D-L8W 55 5515 1325 4190 193 195 363
 Z660 32D-L8W 55 5860 1325 4535 193 195 373

z660-3-50-en_a_td

ø D

DIMENSIONS (mm)
WEIGHT
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Z612 PUMP SERIES, 1 TO 39 STAGES
Dimensions and weights

MAX PUMP

PUMP POWER

TYPE at 2900 rpm  
kW LP 1 Cable 2 Cables kg

 Z612 01-4 0,5 380 142 144 9
 Z612 02-4 1,0 426 142 144 10
 Z612 03-4 1,4 472 142 144 12
 Z612 04-4 1,9 518 142 144 13
 Z612 05-4 2,4 564 142 144 14
 Z612 06-4 2,9 610 142 144 15
 Z612 07-4 3,4 656 142 144 16
 Z612 08-4 3,9 702 142 144 17
 Z612 09-4 4,4 748 142 144 19
 Z612 10-4 4,8 794 142 144 20
 Z612 11-4 5,3 840 142 144 21
 Z612 12-4 5,8 886 142 144 22
 Z612 13-4 6,3 932 142 144 23
 Z612 14-4 6,7 978 142 144 24
 Z612 15-4 7,2 1024 142 144 26
 Z612 07-6 3,4 656 142 144 16
 Z612 08-6 3,9 702 142 144 17
 Z612 09-6 4,4 748 142 144 19
 Z612 10-6 4,8 794 142 144 20
 Z612 11-6 5,3 840 142 144 21
 Z612 12-6 5,8 886 142 144 22
 Z612 13-6 6,3 932 142 144 23
 Z612 14-6 6,7 978 142 144 24
 Z612 15-6 7,2 1024 142 144 26
 Z612 16-6 7,7 1070 142 144 27
 Z612 17-6 8,2 1116 142 144 28
 Z612 18-6 8,7 1162 142 144 29
 Z612 19-6 9,1 1208 142 144 30
 Z612 20-6 9,6 1254 142 144 32
 Z612 21-6 10,1 1300 142 144 33
 Z612 22-6 10,6 1346 142 144 34
 Z612 23-6 11,1 1438 142 144 36
 Z612 24-6 11,5 1484 142 144 37
 Z612 25-6 11,9 1530 142 144 38
 Z612 26-6 12,4 1576 142 144 40
 Z612 27-6 12,9 1622 142 144 41
 Z612 28-6 13,4 1668 142 144 42
 Z612 29-6 13,9 1714 142 144 43
 Z612 30-6 14,3 1760 142 144 44
 Z612 31-6 14,8 1806 142 144 46
 Z612 32-6 15,3 1852 142 144 47
 Z612 33-6 16,0 1898 142 144 48
 Z612 34-6 16,3 1944 142 144 49
 Z612 35-6 16,8 1990 142 144 50
 Z612 36-6 17,3 2082 142 144 52
 Z612 37-6 17,8 2128 142 144 54
 Z612 38-6 18,2 2174 142 144 55
 Z612 39-6 18,7 2220 142 144 56

z612p-2p50-en_b_td

WEIGHT
DIMENSIONS  (mm)

ø D 

N K F B E H7

4"  (NEMA) 130 76,2 9,5 10,5 87,3
6"  (NEMA) 136 111,1 14,5 15 76,2

z6-mtcn-2p50-en_a_td

Coupling 4" and 6" according to NEMA standards 

DIMENSIONS  (mm)MOTOR

Motor coupling
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Z612 PUMP SERIES, 40 TO 60 STAGES
Dimensions and weights

MAX PUMP

PUMP POWER

TYPE at 2900 rpm  
kW LP 1 Cable 2 Cables kg

 Z612 40D-6 19,2 2922 177 180 114
 Z612 41D-6 19,7 2922 177 180 115
 Z612 42D-6 20,2 2922 177 180 116
 Z612 43D-6 20,6 2922 177 180 116
 Z612 44D-6 21,1 2922 177 180 117
 Z612 45D-6 21,6 2922 177 180 117
 Z612 46D-6 22,1 2922 177 180 118
 Z612 47D-6 22,6 2922 177 180 118
 Z612 48D-6 23,0 3336 177 180 131
 Z612 49D-6 23,6 3336 177 180 132
 Z612 50D-6 24,0 3336 177 180 132
 Z612 51D-6 24,5 3336 177 180 133
 Z612 52D-6 24,9 3336 177 180 133
 Z612 53D-6 25,4 3336 177 180 134
 Z612 54D-6 25,9 3336 177 180 135
 Z612 55D-6 26,4 3336 177 180 135
 Z612 56D-6 26,9 3336 177 180 136
 Z612 57D-6 27,3 3474 177 180 140
 Z612 58D-6 27,8 3474 177 180 140
 Z612 59D-6 28,3 3474 177 180 141
 Z612 60D-6 28,8 3612 177 180 145

z612pl-2p50-en_b_td

WEIGHT
DIMENSIONS  (mm)

ø D 

N K F B E H7

6"  (NEMA) 168 111,1 14,5 17 76,2

z6a-mtcn-2p50-en_a_td

Coupling 6" according to NEMA standards

DIMENSIONS  (mm)MOTOR

Motor coupling
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Z616 PUMP SERIES, 1 TO 36 STAGES
Dimensions and weights

MAX PUMP

PUMP POWER

TYPE at 2900 rpm  
kW LP 1 Cable 2 Cables kg

 Z616 01-4 0,8 380 142 144 9
 Z616 02-4 1,7 426 142 144 10
 Z616 03-4 2,5 472 142 144 12
 Z616 04-4 3,0 518 142 144 13
 Z616 05-4 3,8 564 142 144 14
 Z616 06-4 4,5 610 142 144 15
 Z616 07-4 5,2 656 142 144 16
 Z616 08-4 5,9 702 142 144 17
 Z616 09-4 6,6 748 142 144 19
 Z616 10-4 7,3 794 142 144 20
 Z616 05-6 3,8 564 142 144 14
 Z616 06-6 4,5 610 142 144 15
 Z616 07-6 5,2 656 142 144 16
 Z616 08-6 5,9 702 142 144 17
 Z616 09-6 6,6 748 142 144 19
 Z616 10-6 7,3 794 142 144 20
 Z616 11-6 8,1 840 142 144 21
 Z616 12-6 8,6 886 142 144 22
 Z616 13-6 9,3 932 142 144 23
 Z616 14-6 10,0 978 142 144 24
 Z616 15-6 10,8 1024 142 144 26
 Z616 16-6 11,5 1070 142 144 27
 Z616 17-6 12,3 1116 142 144 28
 Z616 18-6 13,1 1162 142 144 29
 Z616 19-6 13,8 1208 142 144 30
 Z616 20-6 14,3 1254 142 144 32
 Z616 21-6 15,0 1300 142 144 33
 Z616 22-6 15,7 1346 142 144 34
 Z616 23-6 16,4 1438 142 144 36
 Z616 24-6 17,1 1484 142 144 37
 Z616 25-6 17,9 1530 142 144 38
 Z616 26-6 18,6 1576 142 144 40
 Z616 27-6 19,3 1622 142 144 41
 Z616 28-6 20,0 1668 142 144 42
 Z616 29-6 20,7 1714 142 144 43
 Z616 30-6 21,4 1760 142 144 44
 Z616 31-6 22,1 1806 142 144 46
 Z616 32-6 22,8 1852 142 144 47
 Z616 33-6 23,5 1898 142 144 48
 Z616 34-6 24,2 1944 142 144 49
 Z616 35-6 25,0 1990 142 144 50
 Z616 36-6 25,7 2082 142 144 52

 

z616p-2p50-en_a_td

WEIGHT
DIMENSIONS   (mm)

ø D 

N K F B E H7

4"  (NEMA) 130 76,2 9,5 10,5 87,3
6"  (NEMA) 136 111,1 14,5 15 76,2

z6-mtcn-2p50-en_a_td

Coupling 4" and 6" according to NEMA standards 

DIMENSIONS  (mm)MOTOR

Motor coupling
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Z616 PUMP SERIES, 37 TO 56 STAGES
Dimensions and weights

MAX PUMP

PUMP POWER

TYPE at 2900 min  
kW LP 1 Cable 2 Cables kg

 Z616 37D-6 26,4 2508 177 180 103
 Z616 38D-6 27,1 2508 177 180 103
 Z616 39D-6 27,8 2922 177 180 114
 Z616 40D-6 28,5 2922 177 180 114
 Z616 41D-6 29,3 2922 177 180 115
 Z616 42D-6 30,0 2922 177 180 116
 Z616 43D-6 30,6 2922 177 180 116
 Z616 44D-6 31,4 2922 177 180 117
 Z616 45D-6 32,1 2922 177 180 117
 Z616 46D-6 32,8 2922 177 180 118
 Z616 47D-6 33,5 2922 177 180 118
 Z616 48D-6 34,3 3336 177 180 131
 Z616 49D-6 35,0 3336 177 180 132
 Z616 50D-6 35,7 3336 177 180 132
 Z616 51D-6 36,4 3336 177 180 133
 Z616 52D-6 37,2 3336 177 180 133
 Z616 53D-8 37,8 3385 193 195 136
 Z616 54D-8 38,6 3385 193 195 137
 Z616 55D-8 39,3 3385 193 195 138
 Z616 56D-8 40,0 3385 193 195 138

z616pl-2p50-en_a_td

WEIGHT
DIMENSIONS  (mm)

ø D 

N K F B E H7

6"  (NEMA) 168 111,1 14,5 17 76,2
8"  (NEMA) 188 152,4 17,5 18 127

z6b-mtcn-2p50-en_a_td

Coupling 6" and 8" according to NEMA standards

DIMENSIONS  (mm)MOTOR

Motor coupling
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Z622 PUMP SERIES, 1 TO 33 STAGES
Dimensions and weights

MAX PUMP

PUMP POWER

TYPE at 2900 rpm  
kW LP 1 Cable 2 Cables kg

 Z622 01-4 1,1 357 142 144 9
 Z622 02-4 2,1 426 142 144 10
 Z622 03-4 3,1 495 142 144 12
 Z622 04-4 4,1 564 142 144 14
 Z622 05-4 5,2 633 142 144 15
 Z622 06-4 6,1 702 142 144 17
 Z622 07-4 7,1 771 142 144 18
 Z622 04-6 4,1 564 142 144 14
 Z622 05-6 5,2 633 142 144 15
 Z622 06-6 6,1 702 142 144 17
 Z622 07-6 7,1 771 142 144 18
 Z622 08-6 8,0 840 142 144 20
 Z622 09-6 9,0 909 142 144 21
 Z622 10-6 10,2 978 142 144 23
 Z622 11-6 11,2 1047 142 144 24
 Z622 12-6 12,3 1116 142 144 26
 Z622 13-6 13,3 1185 142 144 27
 Z622 14-6 14,2 1254 142 144 29
 Z622 15-6 15,2 1323 142 144 31
 Z622 16-6 16,3 1392 142 144 32
 Z622 17-6 17,4 1461 142 144 34
 Z622 18-6 18,4 1530 142 144 35
 Z622 19-6 19,4 1599 142 144 37
 Z622 20-6 20,4 1668 142 144 39
 Z622 21-6 21,4 1737 142 144 40
 Z622 22-6 22,4 1806 142 144 42
 Z622 23-6 23,4 1875 142 144 43
 Z622 24-6 24,5 1944 142 144 45
 Z622 25-6 25,5 2013 142 144 47
 Z622 26-6 26,5 2082 142 144 48
 Z622 27-6 27,2 2151 142 144 50
 Z622 28-6 28,2 2220 142 144 51
 Z622 29-6 29,2 2289 142 144 53
 Z622 30-6 30,2 2358 142 144 54
 Z622 31-6 31,5 2427 142 144 56
 Z622 32-6 32,5 2496 142 144 57
 Z622 33-6 33,5 2565 142 144 59

z622p-2p50-en_a_td

WEIGHT
DIMENSIONS   (mm)

ø D 

N K F B E H7

4"  (NEMA) 130 76,2 9,5 10,5 87,3
6"  (NEMA) 136 111,1 14,5 15 76,2

z6-mtcn-2p50-en_a_td

Coupling 4" and 6" according to NEMA standards 

DIMENSIONS  (mm)MOTOR

Motor coupling
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Z622 PUMP SERIES, 34 TO 50 STAGES
Dimensions and weights

MAX PUMP

PUMP POWER

TYPE at 2900 rpm  
kW LP 1 Cable 2 Cables kg

 Z622 34D-6 34,5 2922 177 180 113
 Z622 35D-6 35,6 3336 177 180 125
 Z622 36D-6 36,6 3336 177 180 126
 Z622 37D-6 37,6 3336 177 180 127
 Z622 38D-8 38,6 3385 193 195 130
 Z622 39D-8 39,6 3385 193 195 131
 Z622 40D-8 40,6 3385 193 195 131
 Z622 41D-8 41,7 3523 193 195 135
 Z622 42D-8 42,7 3523 193 195 136
 Z622 43D-8 43,7 3661 193 195 141
 Z622 44D-8 44,7 3661 193 195 141
 Z622 45D-8 45,7 3868 193 195 147
 Z622 46D-8 46,7 3868 193 195 148
 Z622 47D-8 47,8 3868 193 195 148
 Z622 48D-8 48,8 4075 193 195 155
 Z622 49D-8 49,8 4075 193 195 156
 Z622 50D-8 50,8 4075 193 195 157

z622pl-2p50-en_a_td

WEIGHT
DIMENSIONS   (mm)

ø D 

N K F B E H7

6"  (NEMA) 168 111,1 14,5 17 76,2
8"  (NEMA) 188 152,4 17,5 18 127

z6b-mtcn-2p50-en_a_td

Coupling 6" and 8" according to NEMA standards

DIMENSIONS  (mm)MOTOR

Motor coupling
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Z631 PUMP SERIES
Dimensions and weights

MAX PUMP

PUMP POWER

TYPE at 2900 rpm  
kW LP 1 Cable 2 Cables kg

 Z631 01-4 1,3 367 142 144 9
 Z631 02-4 2,6 436 142 144 10
 Z631 03-4 3,9 505 142 144 12
 Z631 04-4 5,2 574 142 144 14
 Z631 05-4 6,6 643 142 144 15
 Z631 06-4 7,8 712 142 144 17
 Z631 03-6 3,9 505 142 144 12
 Z631 04-6 5,2 574 142 144 14
 Z631 05-6 6,6 643 142 144 15
 Z631 06-6 7,8 712 142 144 17
 Z631 07-6 9,2 781 142 144 18
 Z631 08-6 10,5 850 142 144 20
 Z631 09-6 11,7 919 142 144 21
 Z631 10-6 13,0 988 142 144 23
 Z631 11-6 14,3 1057 142 144 24
 Z631 12-6 15,7 1126 142 144 26
 Z631 13-6 17,0 1195 142 144 27
 Z631 14-6 18,3 1264 142 144 29
 Z631 15-6 19,6 1333 142 144 31
 Z631 16-6 20,9 1402 142 144 32
 Z631 17-6 22,0 1471 142 144 34
 Z631 18-6 23,2 1540 142 144 35
 Z631 19-6 24,5 1609 142 144 37
 Z631 20-6 25,8 1678 142 144 38
 Z631 21-6 27,1 1747 142 144 40
 Z631 22-6 28,4 1816 142 144 42
 Z631 23-6 30,1 1885 142 144 43
 Z631 24-6 31,6 1954 142 144 45
 Z631 25-6 32,7 2023 142 144 46
 Z631 26-6 34,0 2092 142 144 48
 Z631 27-6 35,3 2161 142 144 50
 Z631 28-6 36,7 2230 142 144 51
 Z631 29-6 38,0 2299 142 144 53

 Z631 30D-8 39,3 2971 193 195 112
 Z631 31D-8 40,6 2971 193 195 113
 Z631 32D-8 41,9 2971 193 195 114
 Z631 33D-8 43,2 2971 193 195 115
 Z631 34D-8 44,5 2971 193 195 115
 Z631 35D-8 45,8 3385 193 195 128
 Z631 36D-8 47,1 3385 193 195 128
 Z631 37D-8 48,4 3385 193 195 129
 Z631 38D-8 49,7 3385 193 195 130
 Z631 39D-8 51,1 3385 193 195 131
 Z631 40D-8 52,4 3385 193 195 131
 Z631 41D-8 53,7 3523 193 195 135
 Z631 42D-8 55,0 3523 193 195 136
 Z631 43D-8 56,3 3661 193 195 141

z631p-2p50-en_a_td

WEIGHT
DIMENSIONS   (mm)

ø D 

N K F B E H7

4"  (NEMA) 130 76,2 9,5 10,5 87,3
6"  (NEMA) 136 111,1 14,5 15 76,2
8"  (NEMA) 188 152,4 17,5 18 127

z6c-mtcn-2p50-en_a_td

Coupling 4" - 6" and 8" according to NEMA standards 

DIMENSIONS  (mm)MOTOR

Motor coupling
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Z646 PUMP SERIES
Dimensions and weights

MAX PUMP

PUMP POWER

TYPE at 2900 rpm  
kW LP 1 Cable 2 Cables kg

 Z646 01-4 1,5 413 142 144 10
 Z646 02-4 3,0 528 142 144 12
 Z646 03-4 4,5 643 142 144 15
 Z646 04-4 6,0 758 142 144 17
 Z646 05-4 7,5 873 142 144 20
 Z646 03-6 4,5 643 142 144 15
 Z646 04-6 6,0 758 142 144 17
 Z646 05-6 7,5 873 142 144 20
 Z646 06-6 9,0 988 142 144 22
 Z646 07-6 10,5 1103 142 144 25
 Z646 08-6 12,0 1218 142 144 27
 Z646 09-6 13,5 1333 142 144 30
 Z646 10-6 15,0 1448 142 144 32
 Z646 11-6 16,5 1563 142 144 35
 Z646 12-6 18,0 1678 142 144 37
 Z646 13-6 19,5 1793 142 144 40
 Z646 14-6 21,0 1908 142 144 42
 Z646 15-6 22,5 2023 142 144 45
 Z646 16-6 24,1 2138 142 144 47
 Z646 17-6 25,6 2253 142 144 50
 Z646 18-6 27,1 2368 142 144 52
 Z646 19-6 28,6 2483 142 144 55
 Z646 20-6 30,1 2598 142 144 57
 Z646 21-6 31,6 2713 142 144 60
 Z646 22-6 33,1 2828 142 144 62
 Z646 23-6 34,6 2943 142 144 65
 Z646 24-6 36,1 3058 142 144 67
 Z646 25-6 37,6 3173 142 144 70

 Z646 26D-8 39,1 3730 193 195 140
 Z646 27D-8 40,6 3730 193 195 142
 Z646 28D-8 42,1 4075 193 195 152
 Z646 29D-8 43,6 4075 193 195 153
 Z646 30D-8 45,1 4075 193 195 155
 Z646 31D-8 46,6 4190 193 195 157
 Z646 32D-8 48,1 4535 193 195 167
 Z646 33D-8 49,6 4535 193 195 168
 Z646 34D-8 51,1 4535 193 195 170
 Z646 35D-8 52,6 4995 193 195 183
 Z646 36D-8 54,1 4995 193 195 184
 Z646 37D-8 55,6 4995 193 195 186

z646p-2p50-en_a_td

WEIGHT
DIMENSIONS   (mm)

ø D 

N K F B E H7

4"  (NEMA) 130 76,2 9,5 10,5 87,3
6"  (NEMA) 136 111,1 14,5 15 76,2
8"  (NEMA) 188 152,4 17,5 18 127

z6c-mtcn-2p50-en_a_td

Coupling 4" - 6" and 8" according to NEMA standards 

DIMENSIONS  (mm)MOTOR

Motor coupling
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Z631 PUMP SERIES
Dimensions and weights

MAX PUMP

PUMP POWER

TYPE at 2900 min-1  
kW LP 1 Cable 2 Cables kg

 Z660 01-4 1,8 413 142 144 10
 Z660 02-4 3,5 528 142 144 12
 Z660 03-4 5,3 643 142 144 15
 Z660 04-4 7,1 758 142 144 17
 Z660 02-6 3,5 528 142 144 12
 Z660 03-6 5,3 643 142 144 15
 Z660 04-6 7,1 758 142 144 17
 Z660 05-6 8,8 873 142 144 20
 Z660 06-6 10,6 988 142 144 22
 Z660 07-6 12,4 1103 142 144 25
 Z660 08-6 14,2 1218 142 144 27
 Z660 09-6 15,9 1333 142 144 30
 Z660 10-6 17,7 1448 142 144 32
 Z660 11-6 19,5 1563 142 144 35
 Z660 12-6 21,2 1678 142 144 37
 Z660 13-6 23,0 1793 142 144 40
 Z660 14-6 24,8 1908 142 144 42
 Z660 15-6 26,5 2023 142 144 45
 Z660 16-6 28,3 2138 142 144 47
 Z660 17-6 30,1 2253 142 144 50
 Z660 18-6 31,8 2368 142 144 52
 Z660 19-6 33,6 2483 142 144 55
 Z660 20-6 35,4 2598 142 144 57
 Z660 21-6 37,1 2713 142 144 60

 Z660 22D-8 38,9 3385 193 195 128
 Z660 23D-8 40,7 3385 193 195 129
 Z660 24D-8 42,4 3385 193 195 130
 Z660 25D-8 44,2 3730 193 195 139
 Z660 26D-8 46,0 3730 193 195 140
 Z660 27D-8 47,8 3730 193 195 142
 Z660 28D-8 49,5 4075 193 195 152
 Z660 29D-8 51,3 4075 193 195 153
 Z660 30D-8 53,1 4075 193 195 155
 Z660 31D-8 54,8 4190 193 195 157
 Z660 32D-8 56,6 4535 193 195 167

z660p-2p50-en_a_td

WEIGHT
DIMENSIONS   (mm)

ø D 

N K F B E H7

4"  (NEMA) 130 76,2 9,5 10,5 87,3
6"  (NEMA) 136 111,1 14,5 15 76,2
8"  (NEMA) 188 152,4 17,5 18 127

z6c-mtcn-2p50-en_a_td

Coupling 4" - 6" and 8" according to NEMA standards 

DIMENSIONS  (mm)MOTOR

Motor coupling
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Cooling shrouds

GNILOOCGNILOOCGNILOOCPMUP

TESTESTESEPYT

STEKCARBRETLIFDUORHSW6LC6LC4LB/SO4

 )D()1L x D()L x D(

0,55 0,55
0,75 0,75
1,1 1,1
1,5 1,5
2,2 2,2
3 3
4 4

5,5 5,5
7,5 7,5
4 4

5,5 5,5
7,5 7,5

3 3
4 4

5,5 5,5
7,5 7,5
9,3 9,3
11 11
- 13

15 15
18,5 18,5
22 22
- 26

30 30
37 37
4 4

5,5 5,5
7,5 7,5
9,3 9,3
11 11
- 13

15 15
18,5 18,5
22 22
- 26

30 30
37 37

Note: Not available for high pressure version. z6_kit-raf50-en_b_ta

Z612
Z616
Z622
Z631
Z646

Z660

Z612
Z616
Z622
Z631
Z646

Z660

D200X1500 D200X192 D200 - 3pcs

D180X192 D180 - 3pcs

D200X1000 D200X192 D200 - 2pcs

D180X1500

D160X158 D160 - 2pcs

D180X1000

D180X192

D180 - 2pcs

D160 - 2pcs

D180 - 2pcs

D160X158

D180X192

MOTOR

D180X1000

TYPE

D160X1000

D160X800

Z6 SERIES pump and 4” and 6” motor selection table
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Z-ZR 8” Series

Multi-stage centrifugal 
submersible pumps for clean 
water in 8” wells. Made of AISI 
304 or DUPLEX stainless steel.
This robust and lightweight 
pump is easy to disassemble 
and, its the standard 
confi guration, resists corrosion 
in non-aggressive
atmospheres . The guide 
bearings and wear rings 
assure high resistance to wear 
and constantly reliability of 
hydraulic characteristics over 
time. Can be coupled to all 
NEMA-standard
motors.

Specifi cations
Delivery: up to 180 m3/h
Head: up to 550 metres
Power supply: three-phase
50 and 60 Hz
Three-phase version: 380-415 V;
overload protection to be provided by
user and installed in the control box (see
control box section)
Power: 5.5 kW to 150 kW
Maximum pump overall
diameter (cable cover included): 198 mm
Water temperature: 0°C to +30°C
Maximum permissible quantity
of suspended sand: 100 g/m3

Materials
Delivery head/valve casing: Stainless steel
Diffuser: Stainless steel
Impeller: Stainless steel
Taperlock: Duplex stainless steel

Suction screen: Stainless steel
Pump shaft: Stainless steel
ZR version: cast parts in DUPLEX

Applications
Water distribution in civil and industrial
systems

Pressure boosting

Irrigation

Fire-fi ghting

Mining industry

Groundwater level control

For a complete list of technical information, consult www.lowara.com
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Z8 SERIES
Hydraulic performance table at 50 Hz

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

Z8 SERIES
Hydraulic performance table at 50 Hz
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Z855 SERIES, 1 TO 7 STAGES
Dimensions and weights

ELECTRO ELECTRO

PUMP PUMP

TYPE WEIGHT

A 
(4)

C 
(1) M Tmin 

(2)
kg 

(3)

 Z855 01-L6W 1173 200 144 1613 68,6
 Z855 02/2A-L6W 1348 200 144 1653 81,2
 Z855 02/1A-L6W 1348 200 144 1653 81,2
 Z855 02-L6W 1378 200 144 1683 85,2
 Z855 03/2A-L6W 1553 200 144 1723 97,9
 Z855 03-L6W 1663 200 144 1833 109,9
 Z855 04/2A-L6W 1798 200 144 1833 118,5
 Z855 04-L6W 1868 200 144 1903 126,5
 Z855 05/3A-L6W 2003 200 144 1903 135,2
 Z855 05/2A-L6W 2043 200 144 1943 138,2
 Z855 05-L6W 2043 200 144 1943 138,2
 Z855 06/2A-L6W 2306 200 144 2071 155,8
 Z855 06-L6W 2386 200 144 2151 163,8
 Z855 07/2A-L6W 2521 200 144 2151 172,5
 Z855 07-L6W 2521 200 144 2151 172,5

z855-2p50-en_b_td

DIMENSIONS (mm)

Z855 SERIES, 8 TO 19 STAGES
Dimensions and weights

ELECTRO ELECTRO

PUMP PUMP

TYPE WEIGHT

A 
(4)

C 
(1) M Tmin 

(2)
kg 

(3)

 Z855 08/2A-L6W 2806 200 144 2301 195,1
 Z855 08-L6W 2806 200 144 2301 195,1
 Z855 09/2A-L6W 2941 200 144 2301 203,8
 Z855 09-L8W 2835 203,3 192 2195 275,1
 Z855 10/2A-L8W 2970 203,3 192 2195 283,8
 Z855 10-L8W 2970 203,3 192 2195 283,8
 Z855 11/2A-L8W 3105 203,3 192 2195 292,4
 Z855 11-L8W 3195 203,3 192 2285 312,4
 Z855 12-L8W 3330 203,3 192 2285 321,1
 Z855 13-L8W 3370 203,3 192 2325 335,7
 Z855 14-L8W 3780 203,3 192 2465 373,4
 Z855 15-L8W 3915 203,3 192 2465 382
 Z855 16-L8W 4140 203,3 192 2555 407,7
 Z855 17-L8W 4275 203,3 192 2555 416,3
 Z855 18-L8W 4470 203,3 192 2615 438
 Z855 19-L8W 4725 203,3 192 2755 471,6

z855a-2p50-en_b_td

DIMENSIONS (mm)

1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable  C = 198 mm with L6W motor.
    C = 201,5 mm with L8W motor.
2) T min valid only for max flow speed of 4,2 m/s.
 For higher speeds please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 110 mm, and reduce weight by 4 Kg.
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1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable  C = 198 mm with L6W motor.
    C = 201,5 mm with L8W motor.
2) T min valid only for max flow speed of 4,2 m/s.
 For higher speeds please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 110 mm, and reduce weight by 4 Kg.

Z875 SERIES, 1 TO 6 STAGES
Dimensions and weights

ELECTRO ELECTRO

PUMP PUMP

TYPE WEIGHT

A 
(4)

C 
(1) M Tmin 

(2)
kg 

(3)

Z875 01-L6W 1190 200 144 1613 68,9
Z875 02/2A-L6W 1382 200 144 1653 82,2
Z875 02/1A-L6W 1412 200 144 1683 86,2
Z875 02-L6W 1452 200 144 1723 90,2
Z875 03/3A-L6W 1604 200 144 1723 99,4
Z875 03/2A-L6W 1644 200 144 1763 103,4
Z875 03/1A-L6W 1714 200 144 1833 111,4
Z875 03-L6W 1784 200 144 1903 119,4
Z875 04/2A-L6W 1936 200 144 1903 128,6
Z875 04-L6W 1976 200 144 1943 131,6
Z875 05/3A-L6W 2128 200 144 1943 140,9
Z875 05/2A-L6W 2256 200 144 2071 149,9
Z875 05-L6W 2336 200 144 2151 157,9
Z875 06/2A-L6W 2488 200 144 2151 167,1
Z875 06/1A-L6W 2488 200 144 2151 167,1
Z875 06-L6W 2638 200 144 2301 181,1

z875-2p50-en_b_td

DIMENSIONS (mm)

Z875 SERIES, 7 TO 18 STAGES
Dimensions and weights

ELECTRO ELECTRO

PUMP PUMP

TYPE TYPE

A 
(4)

C 
(1) M Tmin 

(2)
kg 

(3)

Z875 07/2A-L6W 2790 200 144 2301 190,3
Z875 07-L6W 2790 200 144 2301 190,3
Z875 08/3A-L6W 2942 200 144 2301 199,5
Z875 08/2A-L8W 2746 203,3 192 2105 252,9
Z875 08-L8W 2836 203,3 192 2195 270,9
Z875 09/2A-L8W 2988 203,3 192 2195 280,1
Z875 09-L8W 3078 203,3 192 2285 300,1
Z875 10/2A-L8W 3230 203,3 192 2285 309,4
Z875 10-L8W 3230 203,3 192 2285 309,4
Z875 11/2A-L8W 3382 203,3 192 2285 318,6
Z875 11-L8W 3422 203,3 192 2325 324,6
Z875 12-L8W 3714 203,3 192 2465 362,8
Z875 13-L8W 3875 203,3 192 2465 372
Z875 14-L8W 4108 203,3 192 2555 398,3
Z875 15-L8W 4260 203,3 192 2555 407,5
Z875 16-L8W 4472 203,3 192 2615 429,7
Z875 17-L8W 4764 203,3 192 2755 464
Z875 18-L8W 4937 203,3 192 2755 473,2

z875a-2p50-en_b_td

DIMENSIONS (mm)
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1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable  C = 198 mm with L6W motor.
    C = 201,5 mm with L8W motor.
2) T min valid only for max flow speed of 4,2 m/s.
 For higher speeds please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 110 mm, and reduce weight by 4 Kg.

Z895 SERIES, 1 TO 6 STAGES
Dimensions and weights

ELECTRO ELECTRO

PUMP PUMP

TYPE TYPE

A 
(4)

C 
(1) M Tmin 

(2)
kg 

(3)

Z895 01-L6W 1230 200 144 1653 72,9
Z895 02/2B-L6W 1452 200 144 1723 90,2
Z895 02/2A-L6W 1492 200 144 1763 94,2
Z895 02-L6W 1562 200 144 1833 102,2
Z895 03/2B-L6W 1784 200 144 1903 119,4
Z895 03/1A-L6W 1824 200 144 1943 122,4
Z895 03-L6W 1952 200 144 2071 131,4
Z895 04/2B-L6W 2104 200 144 2071 140,6
Z895 04/2A-L6W 2184 200 144 2151 148,6
Z895 04-L6W 2184 200 144 2151 148,6
Z895 05/3A-L6W 2486 200 144 2301 171,9
Z895 05-L6W 2486 200 144 2301 171,9
Z895 06/3A-L8W 2532 203,3 192 2195 253,1
Z895 06-L8W 2532 203,3 192 2195 253,1

z895-2p50-en_b_td

DIMENSIONS (mm)

Z895 SERIES, 7 TO 18 STAGES
Dimensions and weights

ELECTRO ELECTRO

PUMP PUMP

TYPE TYPE

A 
(4)

C 
(1) M Tmin 

(2)
kg 

(3)

Z895 07/3A-L8W 2774 203,3 192 2285 281,7
Z895 07-L8W 2774 203,3 192 2285 281,7
Z895 08/3A-L8W 2966 203,3 192 2325 296,9
Z895 08-L8W 3016 203,3 192 2375 307,9
Z895 09/3A-L8W 3258 203,3 192 2465 335,1
Z895 09-L8W 3258 203,3 192 2465 335,1
Z895 10/3A-L8W 3500 203,3 192 2555 361,4
Z895 10-L8W 3500 203,3 192 2555 361,4
Z895 11-L8W 3712 203,3 192 2615 383,6
Z895 12-L8W 3864 203,3 192 2615 392,8
Z895 13-L10W 4124 236 236 2702 538
Z895 14-L10W 4276 236 236 2702 547,3
Z895 15-L10W 4578 236 236 2852 603,5
Z895 16-L10W 4730 236 236 2852 612,7
Z895 17-L10W 4882 236 236 2852 622
Z895 18-L10W 5164 236 236 2982 670,2

z895a-2p50-en_b_td

DIMENSIONS (mm)
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Z8125 SERIES, 1 TO 6 STAGES
Dimensions and weights

ELECTRO ELECTRO

PUMP PUMP

TYPE WEIGHT

A 
(4)

C 
(1) M Tmin 

(2)
kg 

(3)

Z8125 01-L6W 1230 200 144 1653 72,9
Z8125 02/2B-L6W 1452 200 144 1723 90,2
Z8125 02/2A-L6W 1492 200 144 1763 94,2
Z8125 02-L6W 1562 200 144 1833 102,2
Z8125 03/3A-L6W 1784 200 144 1903 119,4
Z8125 03-L6W 1824 200 144 1943 122,4
Z8125 04/2B-L6W 2104 200 144 2071 140,6
Z8125 04/2A-L6W 2184 200 144 2151 148,6
Z8125 04-L6W 2184 200 144 2151 148,6
Z8125 05/3A-L6W 2486 200 144 2301 171,9
Z8125 05-L6W 2486 200 144 2301 171,9
Z8125 06/3A-L8W 2532 203,3 192 2195 253,1
Z8125 06-L8W 2532 203,3 192 2195 253,1

z8125-2p50-en_b_td

DIMENSIONS (mm)

Z8125 SERIES, 7 TO 18 STAGES
Dimensions and weights

ELECTRO ELECTRO

PUMP PUMP

TYPE WEIGHT

A 
(4)

C 
(1) M Tmin 

(2)
kg 

(3)

Z8125 07/3A-L8W 2774 203,3 192 2285 281,7
Z8125 07-L8W 2774 203,3 192 2285 81,72
Z8125 08/3A-L8W 2966 203,3 192 2325 296,9
Z8125 08-L8W 3016 203,3 192 2375 307,9
Z8125 09/3A-L8W 3258 203,3 192 2465 335,1
Z8125 09-L8W 3258 203,3 192 2465 335,1
Z8125 10/3A-L8W 3500 203,3 192 2555 361,4
Z8125 10-L8W 3500 203,3 192 2555 361,4
Z8125 11-L8W 3712 203,3 192 2615 383,6
Z8125 12-L8W 4004 203,3 192 2755 417,8
Z8125 13-L8W 4156 203,3 192 2755 427
Z8125 14-L10W 4276 236 236 2702 547,3
Z8125 15-L10W 4428 236 236 2702 556,5
Z8125 16-L10W 4730 236 236 2852 612,7
Z8125 17-L10W 4882 236 236 2852 622
Z8125 18-L10W 5164 236 236 2982 670,2

z8125a-2p50-en_b_td

DIMENSIONS (mm)

1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable  C = 201,5 mm with L8W motor.
    C = 236 mm with L10W motor.
2) T min valid only for max flow speed of 4,2 m/s.
 For higher speeds please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 110 mm, and reduce weight by 4 Kg.
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Z855 PUMP SERIES
Dimensions and weights

MAX POWER

PUMP ABSORBED BY PUMP

TYPE at 2900 rpm    
kW L 

(3) I Umin 
(2)

kg 
(3)

 Z855 01 4,6 325 235 1000 26,6
 Z855 02/2A 6,4 460 235 1000 35,2
 Z855 02/1A 7,7 460 235 1000 35,2
 Z855 02 9,0 460 235 1000 35,2
 Z855 03/2A 10,8 595 235 1000 43,9
 Z855 03 13,3 595 235 1000 43,9
 Z855 04/2A 15,1 730 235 1000 52,5
 Z855 04 17,6 730 235 1000 52,5
 Z855 05/3A 18,3 865 235 1000 61,2
 Z855 05/2A 20,8 865 235 1000 61,2
 Z855 05 22,0 865 235 1000 61,2
 Z855 06/2A 23,9 1000 235 1000 69,8
 Z855 06 26,4 1000 235 1000 69,8
 Z855 07/2A 28,3 1135 235 1000 78,5
 Z855 07 30,8 1135 235 1000 78,5
 Z855 08/2A 32,7 1270 235 1000 87,1
 Z855 08 35,2 1270 235 1000 87,1
 Z855 09/2A 37,1 1405 235 1000 95,8
 Z855 09 39,6 1405 235 1000 95,1
 Z855 10/2A 41,5 1540 235 1000 103,8
 Z855 10 44,0 1540 235 1000 103,8
 Z855 11/2A 45,9 1675 235 1000 112,4
 Z855 11 48,4 1675 235 1000 112,4
 Z855 12 52,8 1810 235 1000 121,1
 Z855 13 57,2 1945 235 1000 129,7
 Z855 14 61,6 2080 235 1000 138,4
 Z855 15 66,0 2215 235 1000 147
 Z855 16 70,4 2350 235 1000 155,7
 Z855 17 74,8 2485 235 1000 164,3
 Z855 18 79,2 2620 235 1000 173
 Z855 19 83,6 2755 235 1000 181,6

  

z855p-2p50-en_a_td

DIMENSIONS   (mm) WEIGHT

N k d z b E 
H7 R X

6"  (NEMA) 182 111 13,5 4 17 76,16 73 24
8"  (NEMA) 182 152,4 18 4 17 127 101,3 40

z8-mtcn-2p50-en_a_td

6" and 8" coupling according to NEMA standards 

DIMENSIONS  (mm)MOTOR

Motor coupling

1) Max pump diameter with 2 motor cable included.
2) U min valid only for max flow speed of 4,2 m/s.
 For higher speeds please contact our sales network.
3) For pumps without non-return valve, reduce dimension L by 110 mm, and reduce weight by 4 Kg.
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Z875 PUMP SERIES
Dimensions and weights

MAX POWER

PUMP ABSORBED BY PUMP

TYPE at 2900 min-1    
kW L 

(3) I Umin 
(2)

kg 
(3)

Z875 01 5,3 342 235 1000 26,9
Z875 02/2A 7,6 494 235 1000 36,2
Z875 02/1A 9,0 494 235 1000 36,2
Z875 02 10,5 494 235 1000 36,2
Z875 03/3A 11,3 646 235 1000 45,4
Z875 03/2A 12,7 646 235 1000 45,4
Z875 03/1A 14,2 646 235 1000 45,4
Z875 03 15,6 646 235 1000 45,4
Z875 04/2A 17,7 798 235 1000 54,6
Z875 04 20,6 798 235 1000 54,6
Z875 05/3A 21,5 950 235 1000 63,9
Z875 05/2A 22,9 950 235 1000 63,9
Z875 05 25,8 950 235 1000 63,9
Z875 06/2A 28,0 1102 235 1000 73,1
Z875 06/1A 29,5 1102 235 1000 73,1
Z875 06 30,9 1102 235 1000 73,1
Z875 07/2A 33,2 1254 235 1000 82,3
Z875 07 36,1 1254 235 1000 82,3
Z875 08/3A 36,9 1406 235 1000 91,5
Z875 08/2A 38,3 1406 235 1000 90,9
Z875 08 41,2 1406 235 1000 90,9
Z875 09/2A 43,5 1558 235 1000 100,1
Z875 9 46,4 1558 235 1000 100,1
Z875 10/2A 48,6 1710 235 1000 109,4
Z875 10 51,5 1710 235 1000 109,4
Z875 11/2A 53,8 1862 235 1000 118,6
Z875 11 56,7 1862 235 1000 118,6
Z875 12 61,8 2014 235 1000 127,8
Z875 13 67,0 2166 235 1000 137
Z875 14 72,1 2318 235 1000 146,3
Z875 15 77,3 2470 235 1000 155,5
Z875 16 82,4 2622 235 1000 164,7
Z875 17 87,6 2774 235 1000 174
Z875 18 92,7 2926 256 1000 183,2

z875p-2p50-en_a_td

DIMENSIONS   (mm) WEIGHT

N k d z b E H7 R X
6"  (NEMA) 182 111 13,5 4 17 76,16 73 24
8"  (NEMA) 182 152,4 18 4 17 127 101,3 40

10" 232 190,5 M16 4 21 127 101,3 84

z8a-mtcn-2p50-en_a_td

6" and 8" coupling according to NEMA standards 

DIMENSIONS  (mm)MOTOR

Motor coupling

1) Max pump diameter with 2 motor cable included.
2) U min valid only for max flow speed of 4,2 m/s.
 For higher speeds please contact our sales network.
3) For pumps without non-return valve, reduce dimension L by 110 mm, and reduce weight by 4 Kg.
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Z875 PUMP SERIS
Dimensions and weights

MAX POWER

PUMP ABSORBED BY PUMP

TYPE at 2900 rpm    
kW L 

(3) I Umin 
(2)

kg 
(3)

Z895 01 7,7 342 235 1000 26,9
Z895 02/2B 10,0 494 235 1000 36,2
Z895 02/2A 12,8 494 235 1000 36,2
Z895 02 15,2 494 235 1000 36,2
Z895 03/2B 17,4 646 235 1000 45,4
Z895 03/1A 21,4 646 235 1000 45,4
Z895 03 22,5 646 235 1000 45,4
Z895 04/2B 24,6 798 235 1000 54,6
Z895 04/2A 27,4 798 235 1000 54,6
Z895 04 29,8 798 235 1000 54,6
Z895 05/3A 33,7 950 235 1000 63,9
Z895 05 37,2 950 235 1000 63,9
Z895 06/3A 41,1 1102 235 1000 73,1
Z895 06 44,6 1102 235 1000 73,1
Z895 07/3A 48,6 1254 235 1000 81,7
Z895 07 52,1 1254 235 1000 81,7
Z895 08/3A 56,0 1406 235 1000 90,9
Z895 08 59,5 1406 235 1000 90,9
Z895 09/3A 63,5 1558 235 1000 100,1
Z895 09 67,0 1558 235 1000 100,1
Z895 10/3A 70,9 1710 235 1000 109,4
Z895 10 74,4 1710 235 1000 109,4
Z895 11 81,8 1862 235 1000 118,6
Z895 12 89,3 2014 235 1000 127,8
Z895 13 96,7 2166 256 1000 137
Z895 14 104,2 2318 256 1000 146,3
Z895 15 111,6 2470 256 1000 155,5
Z895 16 119,0 2622 256 1000 164,7
Z895 17 126,5 2774 256 1000 174
Z895 18 133,9 2926 256 1000 183,2

z895p-2p50-en_a_td

DIMENSIONS   (mm) WEIGHT

N k d z b E H7 R X
6"  (NEMA) 182 111 13,5 4 17 76,16 73 24
8"  (NEMA) 182 152,4 18 4 17 127 101,3 40

10" 232 190,5 M16 4 21 127 101,3 84

z8a-mtcn-2p50-en_a_td

6" and 8" coupling according to NEMA standards 

DIMENSIONS  (mm)MOTOR

Motor coupling

1) Max pump diameter with 2 motor cable included.
2) U min valid only for max flow speed of 4,2 m/s.
 For higher speeds please contact our sales network.
3) For pumps without non-return valve, reduce dimension L by 110 mm, and reduce weight by 4 Kg.
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Z8125 PUMP SERIES
Dimensions and weights

MAX POWER

PUMP ABSORBED BY PUMP

TYPE at 2900 min-1    
kW L 

(3) I Umin 
(2)

kg 
(3)

Z8125 01 7,5 342 235 1000 26,9
Z8125 02/2B 10,0 494 235 1000 36,2
Z8125 02/2A 12,2 494 235 1000 36,2
Z8125 02 14,8 494 235 1000 36,2
Z8125 03/3A 18,1 646 235 1000 45,4
Z8125 03 22,0 646 235 1000 45,4
Z8125 04/2B 24,3 798 235 1000 54,6
Z8125 04/2A 26,5 798 235 1000 54,6
Z8125 04 29,0 798 235 1000 54,6
Z8125 05/3A 32,5 950 235 1000 63,9
Z8125 05 36,3 950 235 1000 63,9
Z8125 06/3A 39,7 1102 235 1000 73,1
Z8125 06 43,5 1102 235 1000 73,1
Z8125 07/3A 47,0 1254 235 1000 81,7
Z8125 07 50,8 1254 235 1000 81,7
Z8125 08/3A 54,2 1406 235 1000 90,9
Z8125 08 58,0 1406 235 1000 90,9
Z8125 09/3A 61,5 1558 235 1000 100,1
Z8125 09 65,3 1558 235 1000 100,1
Z8125 10/3A 68,7 1710 235 1000 109,4
Z8125 10 72,5 1710 235 1000 109,4
Z8125 11 79,8 1862 235 1000 118,6
Z8125 12 87,0 2014 235 1000 127,8
Z8125 13 94,3 2166 235 1000 137
Z8125 14 101,5 2318 256 1000 146,3
Z8125 15 108,8 2470 256 1000 155,5
Z8125 16 116,0 2622 256 1000 164,7
Z8125 17 123,3 2774 256 1000 174
Z8125 18 130,5 2926 256 1000 183,2

z8125p-2p50-en_b_td

DIMENSIONs   (mm) WEIGHT

N k d z b E H7 R X
6"  (NEMA) 182 111 13,5 4 17 76,16 73 24
8"  (NEMA) 182 152,4 18 4 17 127 101,3 40

10" 232 190,5 M16 4 21 127 101,3 84

z8a-mtcn-2p50-en_a_td

6" and 8" coupling according to NEMA standards 

DIMENSIONS  (mm)MOTOR

Motor coupling

1) Max pump diameter with 2 motor cable included.
2) U min valid only for max flow speed of 4,2 m/s.
 For higher speeds please contact our sales network.
3) For pumps without non-return valve, reduce dimension L by 110 mm, and reduce weight by 4 Kg.
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Cooling shrouds

GNILOOCGNILOOCGNILOOCPMUP

TESTESTESEPYT

STEKCARBRETLIFDUORHSW01LW8LW6LC6L

 )D()1L x D()L x D(

5,5 5,5
7,5 7,5
9,3 9,3
11 11
- 13

15 15
18,5 18,5
22 22
- 26

30 30
37 37
7,5 7,5
11 11
- 13

15 15
18,5 18,5
22 22
- 26

30 30
37 37

30
37
45
52
55
60
67
75
83
93
30
37
45
52
55
60
67
75
83
93

93
110
130
150
93

110
130
150

Z8_kit-raf50-en_b_ta

D330 - 3PZ

D285X2250 D285X385

D330X2250 D330X385

D285 - 3PZ

D285X385 D285 - 3PZ

D285X1750 D285X385 D285 - 3PZ

D285X2000

D285 - 3PZ

D256X2000

D285X1500 D285X385

D256X325 D256 - 3PZ

D256X1750 D256X325

D256 - 3PZ

D256 - 3PZ

D256X1250

ZP2 - 652D0001X652D

D256X1500 D256X325

D225X192 D225 - 2PZ

D225X192 D225 - 2PZ

D225X192 D225 - 3PZ

Z895
Z8125

Z855
Z875

D256X325

D256X325

D256 - 2PZ

D256X1500 D256X325 D256 - 3PZ

Z895
Z8125

Z895
Z8125

Z855
Z875

TYPE

MOTOR

Z855
Z875

D225X1000

D225X1250

D225X1500

Z8 PUMP SERIES 6”, 8” and 10” motors combination table
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Z-ZR 10-12”
Series

Multi-stage submersible 
centrifugal electric pumps for 
clean water in 10-12” diameter 
wells and larger. Made in cast-
iron. Impeller or entire pump 
available in bronze on request.

Built-in non-return valve. The guide bearings 
and wear rings assure high resistance to 
wear and long-term constancy and reliability 
of hydraulic characteristics. Can be coupled 
to all NEMA-standard motors up to 8” and 
to Lowara L10W-L12W 10” and 12” motors.

Specifi cations
Delivery: up to 520 m3/h
Head: up to 345 metres
Power supply: three-phase 50 and 60 Hz
Power: 11 kW to 300 kW
Maximum immersion depth: 350
metres (depending on LW motor)
Temperature of water: 0°C to +60°C 
(depending on the confi guration
of the motor)
Maximum permissible quantity
of suspended sand: 50 g/m3

Materials
Delivery head/valve casing: Stainless steel
Diffuser: Stainless steel
Impeller: Stainless steel
Taperlock: Duplex stainless steel
Suction screen: Stainless steel
Pump shaft: Stainless steel
ZR version: cast parts in DUPLEX

Applications
Water distribution in civil and industrial
systems

Pressure boosting

Irrigation

Fire-fi ghting

Mining industry

Groundwater level control

For a complete list of technical information, consult www.lowara.com
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

Z10 SERIES
Hydraulic performance table at 50 Hz
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

Z10 SERIES
Hydraulic performance table at 50 Hz
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Z10 SERIES
Hydraulic performance table at 50 Hz

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

Black and white technical books available

see www.lowara.it
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Z10150 SERIES, 1 TO 3 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z10150 01/1C-L6W 11 1428 258 144 2323 103
Z10150 01/1B-L6W 13 1468 258 144 2363 107
Z10150 01/1A-L6W 15 1538 258 144 2433 115
Z10150 02/2C-L6W 22 1864 258 144 2543 146
Z10150 02/2B-L6W 26 1992 258 144 2671 155
Z10150 02/2A-L6W 30 2072 258 144 2751 163
Z10150 03/2C-L6W 37 2388 258 144 2851 203
Z10150 03/2B-L8W 45 2332 258 192 2795 270
Z10150 03/2A-L8W 45 2332 258 192 2795 270
Z10150 03-L8W 52 2422 258 192 2885 290

z10150-2p50-1-en_a_td

WEIGHTDIMENSIONS (mm)

Z10150 SERIES, 4 TO 6 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z10150 04/2C-L8W 52 2638 258 192 2885 311
Z10150 04/2B-L8W 60 2728 258 192 2975 328
Z10150 04-L8W 67 2818 258 192 3065 346
Z10150 05/2C-L8W 67 3034 258 192 3065 367
Z10150 05/2B-L8W 75 3124 258 192 3155 384
Z10150 05-L8W 83 3184 258 192 3215 397
Z10150 06/2C-L8W 83 3400 258 192 3215 417
Z10150 06/1B-L8W 93 3540 258 192 3355 442
Z10150 06-L10W 110 3524 259 236 3302 558

z10150-2p50-2-en_a_td

WEIGHTDIMENSIONS (mm

1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable  C = 255 mm with L6W motor.
    C = 255 mm with L8W motor.
2) T min valid only for max flow speed of 4,5 m/s between pump and perforation pipe.
 In case this velocity is exceeded, please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 146 mm, and reduce weight by 8,8 Kg.

D min = 270 mm.
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Z10150 SERIES 7 TO 12 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z10150 07/3B-L10W 110 3740 259 236 3302 579
Z10150 07/1B-L10W 110 3740 259 236 3302 579
Z10150 08/3B-L10W 130 4106 259 236 3452 647
Z10150 08-L10W 130 4106 259 236 3452 647
Z10150 09/3B-L10W 150 4452 259 236 3582 706
Z10150 09-L10W 150 4452 259 236 3582 706
Z10150 10-L12W 185 4425 283 276 3339 793
Z10150 11-L12W 185 4641 283 276 3339 814
Z10150 12-L12W 220 5007 283 276 3489 898

z10150-2p50-3-en_a_td

WEIGHTDIMENSIONS (mm)

Z10220 SERIES, 1 TO 3 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z10220 01/1C-L6W 15 1538 258 144 3733 114
Z10220 01/1B-L6W 18,5 1608 258 144 3803 122
Z10220 01/1A-L6W 22 1648 258 144 3843 125
Z10220 01-L6W 26 1776 258 144 3971 134
Z10220 02/2C-L6W 30 2072 258 144 4051 161
Z10220 02/2B-L6W 37 2172 258 144 4151 180
Z10220 02/2A-L8W 45 2116 258 192 4095 247
Z10220 02-L8W 52 2206 258 192 4185 267
Z10220 03/2B-L8W 60 2512 258 192 4275 304
Z10220 03/2A-L8W 67 2602 258 192 4365 322
Z10220 03-L8W 75 2692 258 192 4455 339

z10220-2p50-1-en_a_td

WEIGHTDIMENSIONS (mm)

1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable  C = 255 mm with L10W motor.
    C = 255 mm with L12W motor.
2) T min valid only for max flow speed of 4,5 m/s between pump and perforation pipe.
 In case this velocity is exceeded, please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 146 mm, and reduce weight by 8,3 Kg.

D min = 270 mm (with 10” Motors)
D min = 300 mm (with 12” Motors)
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Z10220 SERIES, 4 TO 7 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z10220 04/2B-L8W 83 2968 258 192 4515 371
Z10220 04/2A-L8W 93 3108 258 192 4655 396
Z10220 04-L10W 110 3092 259 236 4602 512
Z10220 05/2B-L10W 110 3308 259 236 4602 531
Z10220 05-L10W 130 3458 259 236 4752 578
Z10220 06/2B-L10W 150 3804 259 236 4882 636
Z10220 06-L10W 150 3804 259 236 4882 636
Z10220 07/2B-L12W 185 3777 283 276 4639 722
Z10220 07-L12W 185 3777 283 276 4639 722

z10220-2p50-2-en_a_td

WEIGHTDIMENSIONS (mm)

Z10220 SERIES, 8 TO 12 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z10220 08/2B-L12W 185 3993 283 276 4639 741
Z10220 08-L12W 220 4143 283 276 4789 805
Z10220 09/2B-L12W 220 4359 283 276 4789 824
Z10220 09/1A-L12W 220 4359 283 276 4789 824
Z10220 10/2B-L12W 260 4725 283 276 4939 907
Z10220 10-L12W 260 4725 283 276 4939 907
Z10220 11/2B-L12W 260 4941 283 276 4939 927
Z10220 11-L12W 300 5091 283 276 5089 992
Z10220 12/2B-L12W 300 5307 283 276 5089 1011
Z10220 12-L12W 300 5307 283 276 5089 1011

z10220-2p50-3-en_a_td

WEIGHTDIMENSIONS (mm)

1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable  C = 255 mm with L8W motor.
    C = 255 mm with L10W motor and C = 280 mm with L12W motor.
2) T min valid only for max flow speed of 4,5 m/s between pump and perforation pipe.
 In case this velocity is exceeded, please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 146 mm, and reduce weight by 8,8 Kg.

D min = 270 mm (with 8” Motors)
D min = 270 mm (with 10” Motors)
D min = 300 mm (with 12” Motors)
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Z10275 SERIES, 1 TO 3 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z10275 01/1B-L6W 18,5 1608 258 144 3803 122
Z10275 01/1A-L6W 22 1648 258 144 3843 125
Z10275 01-L6W 30 1856 258 144 4051 142
Z10275 02/2B-L6W 37 2172 258 144 4151 180
Z10275 02/2A-L8W 45 2116 258 192 4095 248
Z10275 02-L8W 55 2246 258 192 4225 274
Z10275 03/2B-L8W 60 2512 258 192 4275 304
Z10275 03/3A-L8W 67 2602 258 192 4365 322
Z10275 03/1A-L8W 75 2692 258 192 4455 339
Z10275 03-L8W 83 2752 258 192 4515 352

z10275-2p50-1-en_a_td

WEIGHTDIMENSIONS (mm)

Z10275 SERIES, 4 TO 7 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z10275 04/3A-L8W 93 3108 258 192 4655 397
Z10275 04/2A-L10W 110 3092 259 236 4602 513
Z10275 04-L10W 110 3092 259 236 4602 513
Z10275 05/3A-L10W 130 3458 259 236 4752 579
Z10275 05-L10W 150 3588 259 236 4882 618
Z10275 06/3A-L10W 150 3804 259 236 4882 638
Z10275 06-L12W 185 3561 283 276 4639 703
Z10275 07/2A-L12W 185 3777 283 276 4639 723
Z10275 07-L12W 185 3777 283 276 4639 723

z10275-2p50-2-en_a_td

WEIGHTDIMENSIONS (mm)

1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable  C = 255 mm with L8W motor.
    C = 255 mm with L10W motor and C = 280 mm with L12W motor.
2) T min valid only for max flow speed of 4,5 m/s between pump and perforation pipe.
 In case this velocity is exceeded, please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 146 mm, and reduce weight by 8,8 Kg.

D min = 270 mm
D min = 270 mm (with 8” Motors)
D min = 270 mm (with 10” Motors)
D min = 300 mm (with 12” Motors)
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Z10275 SERIES, 8 TO 11 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z10275 08/2B-L12W 220 4143 283 276 4789 806
Z10275 08/1A-L12W 220 4143 283 276 4789 806
Z10275 09/3A-L12W 260 4509 283 276 4939 890
Z10275 09-L12W 260 4509 283 276 4939 890
Z10275 10/3A-L12W 260 4725 283 276 4939 909
Z10275 10-L12W 300 4875 283 276 5089 974
Z10275 11/1A-L12W 300 5091 283 276 5089 994

z10275-2p50-3-en_a_td

WEIGHTDIMENSIONS (mm)

1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable C = 280 mm with L12W motor.
2) T min valid only for max flow speed of 4,5 m/s between pump and perforation pipe.
 In case this velocity is exceeded, please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 146 mm, and reduce weight by 8,8 Kg.

D min = 270 mm
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Z10150 PUMP SERIES
Dimensions and weights

ØXAM

.NIMREWOPPMUP

LLEWDEBROSBAEPYT

BY PUMP    
kW L

(4)
C 

(1)
U 

 (2)
kg 

(3) mm

Z10150 01/1C 10,3 442 258 1600 48,1 270
Z10150 01/1B 12,8 442 258 1600 48,1 270
Z10150 01/1A 14,8 442 258 1600 48,1 270
Z10150 02/2C 20,5 658 258 1600 68,8 270
Z10150 02/2B 25,7 658 258 1600 68,8 270
Z10150 02/2A 29,6 658 258 1600 68,8 270
Z10150 03/2C 36,2 874 258 1600 89,5 270
Z10150 03/2B 41,3 874 258 1600 89,8 270
Z10150 03/2A 44,4 874 258 1600 89,8 270
Z10150 03 46,9 874 258 1600 89,8 270
Z10150 04/2C 51,8 1090 258 1600 110,5 270
Z10150 04/2B 57,0 1090 258 1600 110,5 270
Z10150 04 62,6 1090 258 1600 110,5 270
Z10150 05/2C 67,4 1306 258 1600 131,2 270
Z10150 05/2B 72,6 1306 258 1600 131,2 270
Z10150 05 78,2 1306 258 1600 131,2 270
Z10150 06/2C 83,0 1522 258 1600 151,9 270
Z10150 06/1B 91,0 1522 258 1600 151,9 270
Z10150 06 93,8 1522 258 1600 156,8 270
Z10150 07/3B 101,1 1738 258 1600 177,5 270
Z10150 07/1B 106,7 1738 258 1600 177,5 270
Z10150 08/3B 116,7 1954 258 1600 198,2 270
Z10150 08 125,1 1954 258 1600 198,2 270
Z10150 09/3B 132,4 2170 258 1600 218,9 270
Z10150 09 140,8 2170 258 1600 218,9 270
Z10150 10 156,4 2386 271 1600 240,4 300
Z10150 11 172,0 2602 271 1600 261,1 300
Z10150 12 187,7 2818 271 1600 281,8 300

z10150p-50-en_a_td

DIMENSIONS   (mm)
WEIGHT

1) Max pump diameter with 2 motor cables included.
2) U min valid only for max flow speed of 4,5 m/s between pump and perforation pipe.
3) Weight with non-return valve. For pumps without non-return valve, reduce by 8,3 Kg.
4) For pumps without non-return valve, reduce dimension L by 146 mm.

Motor coupling

N k d z b E H7 R l
6"  (NEMA) 182 111,2 13,5 4 17 76,2 73 263
8"  (NEMA) 182 152,4 18 4 17 127 101,45 263

10" 232 190,5 22 4 15 127 101,45 300
12" 232 190,5 22 4 15 127 126,85 300

 
COUPLING

 
6"  (NEMA)
8"  (NEMA)

COUPLING 50.0+480.0+
20.0+950.0+

10"
12"

z10-mtcn-50-en_b_td

X
15
23

16/32
16/32

30°
30°

20
38

DIMENSIONS  (mm)

XPF

42,85
49.212

H+0.1

47,6
54,5

9,5
12,7

84
95

MOTOR 
CONNECTION

DIMENSIONS  (mm)

NUMBER

OF TEETH

DIMENSIONS  (mm)

Profile of gear coupling according to NEMA
DIAMETRAL

PITCH

PRESSURE

ANGLE
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Z10220 PUMP SERIES
Dimensions and weights

ØXAM

.NIMREWOPPMUP

LLEWDEBROSBAEPYT

BY PUMP    
kW L

(4)
C 

(1)
U 

 (2)
kg 

(3) mm

Z10220 01/1C 14,6 442 258 2900 47,3 270
Z10220 01/1B 18,0 442 258 2900 47,3 270
Z10220 01/1A 21,5 442 258 2900 47,3 270
Z10220 01 24,0 442 258 2900 47,3 270
Z10220 02/2C 29,2 658 258 2900 66,6 270
Z10220 02/2B 36,0 658 258 2900 66,6 270
Z10220 02/2A 43,0 658 258 2900 66,9 270
Z10220 02 48,0 658 258 2900 66,9 270
Z10220 03/2B 60,0 874 258 2900 86,2 270
Z10220 03/2A 67,0 874 258 2900 86,2 270
Z10220 03 72,0 874 258 2900 86,2 270
Z10220 04/2B 84,0 1090 258 2900 105,5 270
Z10220 04/2A 91,0 1090 258 2900 105,5 270
Z10220 04 96,0 1090 258 2900 110,4 270
Z10220 05/2B 108,0 1306 258 2900 129,7 270
Z10220 05 120,0 1306 258 2900 129,7 270
Z10220 06/2B 132,0 1522 258 2900 149 270
Z10220 06 144,0 1522 258 2900 149 270
Z10220 07/2B 156,0 1738 271 2900 169,1 300
Z10220 07 168,0 1738 271 2900 169,1 300
Z10220 08/2B 180,0 1954 271 2900 188,4 300
Z10220 08 192,0 1954 271 2900 188,4 300
Z10220 09/2B 204,0 2170 271 2900 207,7 300
Z10220 09/1A 213,5 2170 271 2900 207,7 300
Z10220 10/2B 228,0 2386 271 2900 227 300
Z10220 10 240,0 2386 271 2900 227 300
Z10220 11/2B 252,0 2602 271 2900 246,3 300
Z10220 11 264,0 2602 271 2900 246,3 300
Z10220 12/2B 276,0 2818 271 2900 265,6 300
Z10220 12 288,0 2818 271 2900 265,6 300

z10220p-50-en_a_td

DIMENSIONS   (mm)
WEIGHT

1) Max pump diameter with 2 motor cables included.
2) U min valid only for max flow speed of 4,5 m/s between pump and perforation pipe.
3) Weight with non-return valve. For pumps without non-return valve, reduce by 8,3 Kg.
4) For pumps without non-return valve, reduce dimension L by 146 mm.

Motor coupling

N k d z b E H7 R l
6"  (NEMA) 182 111,2 13,5 4 17 76,2 73 263
8"  (NEMA) 182 152,4 18 4 17 127 101,45 263

10" 232 190,5 22 4 15 127 101,45 300
12" 232 190,5 22 4 15 127 126,85 300

 
COUPLING

 
6"  (NEMA)
8"  (NEMA)

COUPLING 50.0+480.0+
20.0+950.0+

10"
12"

z10-mtcn-50-en_b_td

X
15
23

16/32
16/32

30°
30°

20
38

DIMENSIONS  (mm)

XPF

42,85
49.212

H+0.1

47,6
54,5

9,5
12,7

84
95

MOTOR 
CONNECTION

DIMENSIONS  (mm)

NUMBER

OF TEETH

DIMENSIONS  (mm)

Profile of gear coupling according to NEMA
DIAMETRAL

PITCH

PRESSURE

ANGLE
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Z10275 PUMP SERIES
Dimensions and weights

ØXAM

.NIMREWOPPMUP

LLEWDEBROSBAEPYT

BY PUMP    
kW L

(4)
C 

(1)
U 

 (2)
kg 

(3) mm

Z10275 01/1B 17,3 442 258 2900 47,4 270
Z10275 01/1A 21,9 442 258 2900 47,4 270
Z10275 01 26,9 442 258 2900 47,4 270
Z10275 02/2B 34,6 658 258 2900 66,9 270
Z10275 02/2A 43,8 658 258 2900 67,2 270
Z10275 02 53,8 658 258 2900 67,2 270
Z10275 03/2B 61,5 874 258 2900 86,7 270
Z10275 03/3A 65,7 874 258 2900 86,7 270
Z10275 03/1A 75,7 874 258 2900 86,7 270
Z10275 03 80,7 874 258 2900 86,7 270
Z10275 04/3A 92,6 1090 258 2900 106,2 270
Z10275 04/2A 97,6 1090 258 2900 111,1 270
Z10275 04 107,6 1090 258 2900 111,1 270
Z10275 05/3A 119,5 1306 258 2900 130,6 270
Z10275 05 134,5 1306 258 2900 130,6 270
Z10275 06/3A 146,4 1522 258 2900 150,1 270
Z10275 06 161,4 1522 271 2900 150,1 300
Z10275 07/2A 178,3 1738 271 2900 170,4 300
Z10275 07 188,3 1738 271 2900 170,4 300
Z10275 08/2B 196,0 1954 271 2900 189,9 300
Z10275 08/1A 210,2 1954 271 2900 189,9 300
Z10275 09/3A 227,1 2170 271 2900 209,4 300
Z10275 09 242,1 2170 271 2900 209,4 300
Z10275 10/3A 254,0 2386 271 2900 228,9 300
Z10275 10 269,0 2386 271 2900 228,9 300
Z10275 11/1A 290,9 2602 271 2900 248,4 300

z10275p-50-en_a_td

DIMENSIONS   (mm)
WEIGHT

1) Max pump diameter with 2 motor cables included.
2) U min valid only for max flow speed of 4,5 m/s between pump and perforation pipe.
3) Weight with non-return valve. For pumps without non-return valve, reduce by 8,3 Kg.
4) For pumps without non-return valve, reduce dimension L by 146 mm.

Motor coupling

N k d z b E H7 R l
6"  (NEMA) 182 111,2 13,5 4 17 76,2 73 263
8"  (NEMA) 182 152,4 18 4 17 127 101,45 263

10" 232 190,5 22 4 15 127 101,45 300
12" 232 190,5 22 4 15 127 126,85 300

 
COUPLING

 
6"  (NEMA)
8"  (NEMA)

COUPLING 50.0+480.0+
20.0+950.0+

10"
12"

z10-mtcn-50-en_b_td

X
15
23

16/32
16/32

30°
30°

20
38

DIMENSIONS  (mm)

XPF

42,85
49.212

H+0.1

47,6
54,5

9,5
12,7

84
95

MOTOR 
CONNECTION

DIMENSIONS  (mm)

NUMBER

OF TEETH

DIMENSIONS  (mm)

Profile of gear coupling according to NEMA
DIAMETRAL

PITCH

PRESSURE

ANGLE
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These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

Z12 SERIES
Hydraulic performance table at 50 Hz
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Z12 SERIES
Hydraulic performance table at 50 Hz

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

Black and white technical books available

see www.lowara.it
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Z12340 SERIES, 1 TO 2 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z12340 01/1B-L8W 30 1765 290 192 3915 217
Z12340 01/1A-L8W 37 1855 290 192 4005 234
Z12340 01-L8W 45 1945 290 192 4095 252
Z12340 02/2C-L8W 52 2270 290 192 4185 300
Z12340 02/2B-L8W 60 2360 290 192 4275 317
Z12340 02/2A-L8W 75 2540 290 192 4455 352
Z12340 02-L8W 93 2740 290 192 4655 390

z12340-2p50-1-en_a_td

WEIGHTDIMENSIONS (mm)

Z12340 SERIES 3 TO 4 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z12340 03/2C-L10W 110 2982 302 236 4602 531
Z12340 03/3A-L10W 110 2982 302 236 4602 531
Z12340 03/1A-L10W 130 3132 302 236 4752 578
Z12340 03-L10W 150 3262 302 236 4882 617
Z12340 04/2B-L10W 150 3497 302 236 4882 644
Z12340 04/2A-L12W 185 3254 306 276 4639 710
Z12340 04-L12W 185 3254 306 276 4639 710

z12340-2p50-2-en_a_td

WEIGHTDIMENSIONS (mm

1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable  C = 285 mm with L8W motor and C = 293 mm with L10W motor
  C = 300 mm with L12W motor.
2) T min valid only for max flow speed of 6,8 m/s between pump and perforation pipe.
 In case this velocity is exceeded, please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 188 mm, and reduce weight by 16,7 Kg.

D min = 305 mm.
D min = 315 mm (with 10” Motors)
D min = 320 mm (with 12” Motors)
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Z12340 SERIES, 5 TO 8 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z12340 05/2B-L12W 220 3639 306 276 4789 801
Z12340 05/2A-L12W 220 3639 306 276 4789 801
Z12340 05-L12W 220 3639 306 276 4789 801
Z12340 06/2B-L12W 260 4024 306 276 4939 893
Z12340 06/2A-L12W 260 4024 306 276 4939 893
Z12340 06-L12W 260 4024 306 276 4939 893
Z12340 07/3A-L12W 300 4409 306 276 5089 985
Z12340 07-L12W 300 4409 306 276 5089 985
Z12340 08/3A-** 350 - - - - -
Z12340 08-** 350 - - - - -
** For power above 350 kW please contact our sales network. z12340-2p50-3-en_a_td

WEIGHTDIMENSIONS (mm)

Z12420 SERIES, 1 TO 2 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z12420 01/1C-L8W 30 1765 290 192 3915 217
Z12420 01/1B-L8W 37,0 1855 290 192 4005 234
Z12420 01/1A-L8W 45 1945 290 192 4095 252
Z12420 01-L8W 52 2035 290 192 4185 272
Z12420 02/2C-L8W 60 2360 290 192 4275 317
Z12420 02/2B-L8W 75 2540 290 192 4455 352
Z12420 02/2A-L8W 93 2740 290 192 4655 390
Z12420 02-L10W 110 2747 302 236 4602 504

z10200-2p50-1-en_a_td

WEIGHTDIMENSIONS (mm)

1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable   C = 285 mm with L8W motor and C = 293 mm with L10W motor
   C = 300 mm with L12W motor.
2) T min valid only for max flow speed of 6,8 m/s between pump and perforation pipe.
 In case this velocity is exceeded, please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 188 mm, and reduce weight by 16,7 Kg.

D min = 305 mm.
D min = 315 mm (with 8” Motors)
D min = 320 mm (with 10” Motors)
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Z12340 SERIES, 3 TO 4 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z12420 03/2C-L10W 110 2982 302 236 4602 531
Z12420 03/2B-L10W 130 3132 302 236 4752 577
Z12420 03/3A-L10W 150 3262 302 236 4882 617
Z12420 03-L10W 150 3262 302 236 4882 617
Z12420 04/3B-L12W 185 3254 306 276 4639 710
Z12420 04/3A-L12W 185 3254 306 276 4639 710
Z12420 04-L12W 220 3404 306 276 4789 774

z12420-2p50-2-en_a_td

WEIGHTDIMENSIONS (mm)

Z12420 SERIES, 5 TO 7 STAGES
Dimensions and weights

PUMP RATED

TYPE POWER

kW A (4) C  (1) M T  (2) kg (3)

Z12420 05/2B-L12W 260 3789 306 276 4939 865
Z12420 05-L12W 260 3789 306 276 4939 865
Z12420 06/2B-L12W 300 4174 306 276 5089 958
Z12420 06-L12W 300 4174 306 276 5089 958
Z12420 07/2B-** 350 - - - - -
Z12420 07-** 350 - - - - -
** For power above 350 kW please contact our sales network. z12420-2p50-3-en_a_td

WEIGHTDIMENSIONS (mm)

1) Max electric pump diameter with 2 motor cables included.
 In case of 1 motor cable   C = 285 mm with L8W motor and C = 293 mm with L10W motor
   C = 300 mm with L12W motor.
2) T min valid only for max flow speed of 6,8 m/s between pump and perforation pipe.
 In case this velocity is exceeded, please contact our sales network.
3) Without cables.
4) For pumps without non-return valve, reduce dimension A by 188 mm, and reduce weight by 16,7 Kg.

D min = 320 mm.
D min = 315 mm (with 10” Motors)
D min = 320 mm (with 12” Motors)
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Z12340 PUMP SERIES
Dimensions and weights

ØXAM

.NIMREWOPPMUP

LLEWDEBROSBAEPYT

BY PUMP    
kW L

(4)
C 

(1)
U 

 (2)
kg 

(3) mm

Z12340 01/1B 29,2 510 290 2900 72 305
Z12340 01/1A 34,9 510 290 2900 72 305
Z12340 01 42,6 510 290 2900 72 305
Z12340 02/2C 50,5 745 290 2900 99,3 305
Z12340 02/2B 57,2 745 290 2900 99,3 305
Z12340 02/2A 70,5 745 290 2900 99,3 305
Z12340 02 84,2 745 290 2900 99,3 305
Z12340 03/2C 94,6 980 302 2900 129,4 315
Z12340 03/3A 109,1 980 302 2900 129,4 315
Z12340 03/1A 124,5 980 302 2900 129,4 315
Z12340 03 132,4 980 302 2900 129,4 315
Z12340 04/2B 147,4 1215 302 2900 156,7 315
Z12340 04/2A 159,6 1215 302 2900 157,5 320
Z12340 04 173,8 1215 302 2900 157,5 320
Z12340 05/2B 193,3 1450 302 2900 184,8 320
Z12340 05/2A 205,2 1450 302 2900 184,8 320
Z12340 05 219,5 1450 302 2900 184,8 320
Z12340 06/2B 235,2 1685 302 2900 212,1 320
Z12340 06/2A 246,5 1685 302 2900 212,1 320
Z12340 06 260,7 1685 302 2900 212,1 320
Z12340 07/3A 280,0 1920 302 2900 239,4 320
Z12340 07 301,0 1920 302 2900 239,4 320
Z12340 08/3A 333,1 2155 302 2900 266,7 320
Z12340 08 354,8 2155 302 2900 266,7 320

z12340p-50-en_a_td

DIMENSIONS   (mm)
WEIGHT

1) Max pump diameter with 2 motor cables included.
2) U min valid only for max flow speed of 6,8 m/s between pump and perforation pipe.
3) Weight with non-return valve. For pumps without non-return valve, reduce by 16,7 Kg.
4) For pumps without non-return valve, reduce dimension L by 188 mm.

Motor coupling

N k d z b E H7 R l
8"  (NEMA) 185 152,4 M16 4 20 127 101,45 240

10" 232 190,5 M20 4 22 127 101,45 300
12" 232 190,5 M20 4 23 127 126,85 300

 
COUPLING

 
8"  (NEMA)

COUPLING

10"
12"

z12-mtcn-50-en_a_td

DIMENSIONS  (mm)

XP

X
23 16/32 30° 38

42.85h6

H

47,6
49.212h6 54,5

F

9,5 86
12,7 95

MOTOR 
CONNECTION

DIMENSIONS  (mm))

NUMBER

OF TEETH

DIMENSIONS  (mm)

Profile of gear coupling according to NEMA
DIAMETRAL

PITCH

PRESSURE

ANGLE
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Z12420 PUMP SERIES
Dimensions and weights

ØXAM

.NIMREWOPPMUP

LLEWDEBROSBAEPYT

BY PUMP    
kW L

(4)
C 

(1)
U 

 (2)
kg 

(3) mm

Z12420 01/1C 29,7 510 290 2900 72 305
Z12420 01/1B 35,4 510 290 2900 72 305
Z12420 01/1A 43,1 510 290 2900 72 305
Z12420 01 47,0 510 290 2900 72 305
Z12420 02/2C 58,2 745 290 2900 99,3 305
Z12420 02/2B 71,5 745 290 2900 99,3 305
Z12420 02/2A 86,2 745 290 2900 99,3 305
Z12420 02 98,5 745 302 2900 102,1 315
Z12420 03/2C 109,6 980 302 2900 129,4 315
Z12420 03/2B 122,8 980 302 2900 129,4 315
Z12420 03/3A 134,1 980 302 2900 129,4 315
Z12420 03 147,8 980 302 2900 129,4 315
Z12420 04/3B 161,3 1215 302 2900 157,5 320
Z12420 04/3A 184,3 1215 302 2900 157,5 320
Z12420 04 200,1 1215 302 2900 157,5 320
Z12420 05/2B 223,1 1450 302 2900 184,8 320
Z12420 05 247,6 1450 302 2900 184,8 320
Z12420 06/2B 269,8 1685 302 2900 212,1 320
Z12420 06 291,0 1685 302 2900 212,1 320
Z12420 07/2B 325,4 1920 302 2900 239,4 320
Z12420 07 350,2 1920 302 2900 239,4 320

z12420p-50-en_a_td

DIMENSIONS   (mm)
WEIGHT

1) Max pump diameter with 2 motor cables included.
2) U min valid only for max flow speed of 6,8 m/s between pump and perforation pipe.
3) Weight with non-return valve. For pumps without non-return valve, reduce by 16,7 Kg.
4) For pumps without non-return valve, reduce dimension L by 188 mm.

Motor coupling

N k d z b E H7 R l
8"  (NEMA) 185 152,4 M16 4 20 127 101,45 240

10" 232 190,5 M20 4 22 127 101,45 300
12" 232 190,5 M20 4 23 127 126,85 300

 
COUPLING

 
8"  (NEMA)

COUPLING

10"
12"

z12-mtcn-50-en_a_td

DIMENSIONS  (mm)

XP

X
23 16/32 30° 38

42.85h6

H

47,6
49.212h6 54,5

F

9,5 86
12,7 95

MOTOR 
CONNECTION

DIMENSIONS  (mm))

NUMBER

OF TEETH

DIMENSIONS  (mm)

Profile of gear coupling according to NEMA
DIAMETRAL

PITCH

PRESSURE

ANGLE
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4OS/C Series

Submersible motors fi lled 
with cooling liquid, suitable 
for use with foodstuffs. The 
choice of component materials 
ensures optimum operating 
performance, superior quality, 
reliability and easy installation.

Specifi cations
Power supply: three-phase and
single-phase 50 and 60 Hz
Single-phase version
0.37 to 3.37 kW 220-240V, 50Hz
Three-phase version
0.37 to 7.5 kW 220-240V, 50Hz
Three-phase version
0.37 to 7.5 kW 380-415V, 50Hz
Maximum immersion depth:
150 metres
Insulation class: F
Protection: IP68
Voltage fl uctuations:
+/-10% (230V), +/- 10% (400V)
Rewindable stator
Shaft extension and coupling dimensions
according to NEMA standards
Internal fl uid suitable for use with
foodstuffs (FDA)
Sandproof mechanical seal

Materials
Outer sleeve: Stainless steel
Shaft extension: Stainless steel
Upper and lower support: Cast-iron
Elastomers: NBR
Compensating diaphragm: NBR
Cable: EPDM
Cooling fl uid: Non-toxic oil

Applications
Water supply

Pressure boosting

Irrigation

Rain water collection

Fire-fi ghting

For a complete list of technical information, consult www.lowara.com
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4OS SERIES MOTORS
Dimensions and weights at 50 Hz

Single-phase operating characteristics at 50 Hz
XAMROTICAPACDETARROTOM

EGATLOVEPYT WATER

Lces x cNERUTAREPMETDETAR

TNERRUCESAHP-ELGNIS

kW HP V μF/450V A rpm cos Ts/Tn* Is/In °C mm2 m

220 3,0 2835 56,8 0,98 0,56 3,08
4OS03M235 230 3,1 2845 54,7 0,96 0,62 3,17 35 4x1.5 1,75

240 3,2 2860 52,5 0,93 0,68 3,2
220 4,1 2815 62,4 0,98 0,60 2,93

4OS05M235 230 4,1 2830 60,4 0,96 0,66 3,02 35 4x1.5 1,75
240 4,3 2845 58,4 0,92 0,72 3,06
220 5,4 2825 63,3 0,99 0,57 3,07

4OS07M235 230 5,5 2840 61,6 0,97 0,63 3,2 35 4x1.5 1,75
240 5,6 2855 59,9 0,94 0,69 3,27
220 7,5 2820 67,6 0,99 0,62 2,97

4OS11M235 230 7,4 2840 66,3 0,98 0,68 3,14 35 4x1.5 1,75
240 7,6 2850 63,9 0,95 0,74 3,2
220 10,0 2830 69,3 0,98 0,48 3,1

4OS15M235 230 10,1 2845 67,6 0,96 0,53 3,22 35 4x1.5 1,75
240 10,5 2855 64,9 0,92 0,58 3,22
220 14,3 2805 71,1 0,99 0,46 2,71

4OS22M235 230 14,1 2820 69,6 0,97 0,50 2,86 35 4x1.5 2,5
240 14,4 2840 67,7 0,94 0,55 2,93
220 25,7 2850 73,8 0,96 0,42 3,48

4OS40M235 230 24,9 2870 74,0 0,94 0,46 3,76 35 4 x 2 2,5
240 24,8 2880 73,4 0,92 0,50 3,94

* Ts/Tn = ratio between starting torque and nominal torque. 4OS-M-2p50-en_c_te

CABLE TYPE

1 30

OPERATING CHARACTERISTICS

AT RATED POWER

DIRECT

POWER

0,37 0,5 16

START

0,75

1,5 2

0,55 0,75 20

1,1 1,5 40

4 5,5 90

RATED

2,2 3 70

50

MOTOR DIMENSIONS Max mm WEIGHT

TYPE kW HP A kg

 4OS03M235 355 7,3
 4OS03T405 334 6,8
 40S05M235 355 7,9
 40S05T405 355 7,3
 40S07M235 380 9
 40S07T405 355 7,9
 4OS11M235 415 10,9
 4OS11T405 380 9
 4OS15M235 450 12,5
 4OS15T405 415 11,1
 4OS22M235 500 14,8
 4OS22T405 450 12,6
 4OS30T405 3 4 450 13,6
 4OS40T405 4 5,5 570 17,5
 4OS55T405 5,5 7,5 630 21
 4OS75T405 7,5 10 836 28,5

4OS-2p50_a_td

RATED POWER

0,37 0,5

0,55 0,75

0,75 1

2,2 3

1,1 1,5

1,5 2
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4OS SERIES MOTORS
Three-phase operating characteristics at 50 Hz

MOTOR RATED MAX.
TYPE VOLTAGE WATER

RATED TEMPERATURE Nc x sez L
THREE-PHASE CURRENT

kW HP V A rpm  % cos Ts/Tn* Is/In C mm2 m

220 2,0 2835 62 0,78 3,4 5,1
4OS03T235 0,37 0,5 230 2,1 2855 62 0,72 3,8 5,3

240 2,2 2865 61 0,68 4,1 5,3
220 2,8 2795 65 0,8 2,8 4,6

4OS05T235 0,55 0,75 230 2,9 2820 64 0,75 3,1 4,7
240 3,0 2835 63 0,71 3,4 4,7
220 3,8 2790 68 0,78 3,3 4,6

4OS07T235 0,75 230 4,0 2815 67 0,71 3,6 4,7
240 4,2 2825 65 0,67 3,9 4,6
220 5,1 2780 72 0,8 2,7 4,2

4OS11T235 1,1 1,5 230 5,2 2810 71 0,74 3,0 4,4
240 5,4 2820 70 0,7 3,2 4,3
220 7,0 2790 73 0,78 3,0 4,7

4OS15T235 1,5 2 230 7,2 2815 72 0,72 3,4 4,8
240 7,6 2825 70 0,68 3,7 4,7
220 9,7 2785 74 0,80 2,3 4,7

4OS22T235 2,2 3 230 10,0 2810 74 0,74 2,6 4,8
240 10,5 2825 73 0,69 2,7 4,7
220 12,1 2810 77 0,85 1,8 4,2

4OS30T235 3 4 230 12,0 2830 77 0,81 2,0 4,5
240 12,3 2845 77 0,77 2,2 4,6
220 16,4 2810 75 0,85 2,2 4,8

4OS40T235 4 5,5 230 16,5 2840 76 0,80 2,4 5,0
240 17,0 2850 75 0,76 2,6 5,0
220 22,9 2795 76 0,83 1,8 4,6

4OS55T235 5,5 7,5 230 23,0 2820 77 0,78 2,0 4,8
240 23,7 2840 77 0,73 2,2 4,9
220 31,0 2820 78 0,82 1,9 4,9

4OS75T235 7,5 10 230 31,4 2850 79 0,76 2,1 5,1
240 32,4 2860 78 0,71 2,3 5,1
380 1,2 2835 62 0,78 3,4 5,1

4OS03T405 0,37 0,5 400 1,2 2855 62 0,72 3,8 5,3
415 1,2 2865 61 0,68 4,1 5,3
380 1,6 2795 65 0,8 2,8 4,6

4OS05T405 0,55 0,75 400 1,7 2820 64 0,75 3,1 4,7
415 1,7 2835 63 0,71 3,4 4,7
380 2,2 2790 68 0,78 3,3 4,6

4OS07T405 0,75 1 400 2,3 2815 67 0,71 3,6 4,7
415 2,4 2825 65 0,67 3,9 4,6
380 2,9 2780 72 0,8 2,7 4,2

4OS11T405 1,1 1,5 400 3,0 2810 71 0,74 3,0 4,4
415 3,1 2820 70 0,7 3,2 4,3
380 4,0 2790 73 0,78 3,0 4,7

4OS15T405 1,5 2 400 4,2 2815 72 0,72 3,4 4,8
415 4,4 2825 70 0,68 3,7 4,7
380 5,6 2785 74 0,80 2,3 4,7

4OS22T405 2,2 3 400 5,8 2810 74 0,74 2,6 4,8
415 6,1 2825 73 0,69 2,7 4,7
380 7,0 2810 77 0,85 1,8 4,2

4OS30T405 3 4 400 7,0 2830 77 0,81 2,0 4,5
415 7,1 2845 77 0,77 2,2 4,6
380 9,5 2810 75 0,85 2,2 4,8

4OS40T405 4 5,5 400 9,5 2840 76 0,80 2,4 5,0
415 9,8 2850 75 0,76 2,6 5,0
380 13,2 2795 76 0,83 1,8 4,6

4OS55T405 5,5 7,5 400 13,3 2820 77 0,78 2,0 4,8
415 13,7 2840 77 0,73 2,2 4,9
380 17,9 2820 78 0,82 1,9 4,9

4OS75T405 7,5 10 400 18,1 2850 79 0,76 2,1 5,1
415 18,7 2860 78 0,71 2,3 5,1

* Ts/Tn = starting torque/rated torque. 4OS-T-2p50_b_te

35 4x1,5 1,75

1,754x1,535

35 4x1,5 4

1

35 4x1,5 2,5

35 4x1,5 2,5

35 4x1,5 2,5

35 4x1,5 2,5

35 4x1,5 1,75

35 4x1,5 1,75

35 4x1,5 1,75

35 4x1,5 1,75

35 4x1,5 2,5

35 4x1,5 1,75

35 4x1,5 4

35 4x1,5 2,5

35 4x1,5 2,5

35 4x1,5 1,75

35 4x1,5 2,5

35 4x1,5 1,75

35 4x1,5 1,75

CABLE TYPERATED
POWER

OPERATING FEATURES AT RATED
POWER

DIRECT
STARTING
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L4C Series

Liquid-cooled submersible 
motors, suitable for use with 4”
borehole pumps. The choice of 
component materials ensures
optimum operating 
performance. Made almost 
entirely of stainless steel. 
Motor adapter and coupling 
dimensions to NEMA 
standards.

Specifi cations
Power supply: single-phase and
three-phase 50 and 60Hz
Power: 0.37 kW to 7.5 kW
Single-phase version:
0.37 to 4 kW 220-240V, 50 Hz (0.37 to
1.1 kW with built-in automatic reset
overload protection)
Three-phase version:
0.37 to 5.5 kW 220-240 V, 50 Hz
0.37 to 7.5 kW 380-415 V, 50 Hz
Maximum overall diameter of
pump (cable cover included): 93 mm
Maximum immersion depth: 300 metres
Maximum water temperature: +35°C.
Insulation class: F
Protection: IP68
Tolerances: +/-6%.
Extractable supply cable fi tted with
watertight connector.
Can also operate in a horizontal position
provided the pump can develop an axial
thrust of 100 N over the entire operating
fi eld.

Materials
Outer and inner sleeves,
fl anges: Stainless steel
Shaft extension: Stainless steel
Upper support: Cast-iron
Elastomers: NBR
Compensating diaphragm: EPDM
Bearings: Carbon-graphite
Cooling liquid: Demineralised water +
antifreeze

Applications
Water supply

Pressure boosting

Irrigation

Rain water collection

Fire-fi ghting

For a complete list of technical information, consult www.lowara.com
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L4C SERIES MOTORS
Dimensions and weights at 50 Hz

MOTOR RATED CAPACITOR MAX.

TYPE VOLTAGE WATER

RATED TEMPERATURE

SINGLE-PHASE CURRENT

kW HP V F/450V A rpm  % cos Ts/Tn* Is/In C Ncxsez.(mm2) L (m)

220 3,2 2810 53 0,96 0,63 2,68
L4C03M235 230 3,3 2820 54 0,97 0,69 2,72 35 4x1,5 1,7

240 3,4 2830 50 0,91 0,75 2,76
220 4,3 2810 61 0,95 0,62 3,3

L4C05M235 230 4,6 2820 56 0,94 0,68 3,2 35 4x1,5 1,7
240 4,8 2830 54 0,90 0,74 3,26
220 6 2810 60 0,93 0,63 3,18

L4C07M235 230 6,2 2820 58 0,92 0,66 3,2 35 4x1,5 1,7
240 6,5 2830 56 0,85 0,75 3,2
220 8,1 2800 67 0,94 0,60 3,48

L4C11M235 230 8,1 2835 65 0,92 0,60 3,54 35 4x1,5 1,7
240 8,3 2850 63 0,87 0,62 3,62
220 10,4 2800 67 0,96 0,74 3,3

L4C15M235 230 10,4 2820 66 0,93 0,74 3,38 35 4x1,5 1,7
240 10,7 2835 64 0,90 0,76 3,46
220 15,4 2740 68 0,96 0,54 3,1

L4C22M235 230 15 2770 68 0,94 0,54 3,2 35 4x1,5 1,7
240 15,3 2790 66 0,91 0,54 3,3
220 24,5 2840 70 0,94 0,46 3,5

L4C40M235 230 25 2850 68 0,95 0,51 3,6 35 4x2 2,7
240 27,4 2860 65 0,84 0,60 3,4

* Ts/Tn = starting torque/rated torque. l4cm-2p50_e_te

RATED

STARTING

0,75

1,5 2

0,55 0,75 20

1,1 1,5

CABLE TYPE

1 30

OPERATING FEATURES AT RATED

POWER

DIRECT

POWER

0,37 0,5 16

40

4 5,5 90

2,2 3 70

50

MOTOR DIMENSIONS  mm WEIGHT

TYPE kW HP A kg

L4C03M235 236 7
L4C03T235-405 216 6,8
L4C05M235 266 7,6
L4C05T235-405 236 7
L4C07M235 286 8,2
L4C07T235-405 266 7,6
L4C11M235 331 10,7
L4C11T235-405 286 8,2
L4C15M235 393 12,5
L4C15T235-405 348 11,8
L4C22M235 413 14
L4C22T235-405 393 12,6
L4C30T235-405 3 4 544 20,4
L4C40M235 4 5,5 684 27,5
L4C40T235-405 4 5,5 614 23,5
L4C55T235-405 5,5 7,5 684 26,8
L4C75T235-405 7,5 10 764 29

l4c-2p50_c_td

RATED POWER

0,37 0,5

0,55 0,75

0,75 1

2,2 3

1,1 1,5

1,5 2

Single-phase operating characteristics at 50 Hz
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L4C SERIES MOTORS 
Three-phase operating characteristics at 50 Hz

MOTOR RATED MAX.

TYPE VOLTAGE WATER

RATED TEMPERATURE

THREE-PHASE CURRENT

kW HP V A rpm % cos Ts/Tn* Is/In C Ncxsez.(mm2) L (m)

220 2,6 2810 51 0,69 2,7 3,7
L4C03T235 0,37 0,5 230 2,7 2820 53 0,7 3 3,7

240 3,1 2830 48 0,67 3,2 3,4
220 3,1 2820 61 0,77 2,8 4,3

L4C05T235 0,55 0,75 230 3,3 2830 60 0,71 3,1 4,2
240 3,5 2840 60 0,66 3,3 4,2
220 4 2820 65 0,77 2,9 5

L4C07T235 0,75 230 4,1 2830 63 0,73 3,2 5,1
240 4,5 2840 63 0,66 3,5 4,8
220 5,6 2820 62 0,8 3 4

L4C11T235 1,1 1,5 230 5,7 2830 64 0,76 3,3 4,2
240 6,2 2840 63 0,73 3,6 4
220 7,4 2820 68 0,77 3,1 4,2

L4C15T235 1,5 2 230 7,6 2830 68 0,72 3,4 4,3
240 8 2840 67 0,68 3,7 4,3
220 10 2810 72 0,8 3 4,3

L4C22T235 2,2 3 230 10,2 2820 71 0,78 3,2 4,4
240 10,7 2830 70 0,7 3,5 4,4
220 13,7 2830 75 0,77 3 4,6

L4C30T235 3 4 230 14,3 2840 74 0,71 3,3 4,6
240 15,2 2850 70 0,68 3,5 4,5
220 16,4 2840 76 0,81 3,10 5,6

L4C40T235 4 5,5 230 17,3 2850 75 0,79 3,40 5,6
240 18,2 2860 72 0,74 3,70 5,5
220 23,4 2840 78 0,79 3 5,4

L4C55T235 5,5 7,5 230 24,2 2850 77 0,74 3,4 5,5
240 25 2860 76 0,7 3,6 5,5
380 1,5 2810 51 0,69 2,7 3,8

L4C03T405 0,37 0,5 400 1,6 2820 53 0,7 3 3,8
415 1,8 2830 48 0,67 3,2 3,4
380 1,8 2820 61 0,77 2,8 4,2

L4C05T405 0,55 0,75 400 1,9 2830 60 0,71 3,1 4,2
415 2 2840 60 0,66 3,3 4,1
380 2,3 2820 65 0,77 2,9 5

L4C07T405 0,75 1 400 2,4 2830 63 0,73 3,2 5
415 2,6 2840 63 0,66 3,5 4,8
380 3,3 2820 62 0,8 3 4

L4C11T405 1,1 1,5 400 3,4 2830 64 0,76 3,3 4,1
415 3,6 2840 63 0,73 3,6 4
380 4,3 2820 68 0,77 3,1 4,2

L4C15T405 1,5 2 400 4,4 2830 68 0,72 3,4 4,3
415 4,6 2840 67 0,68 3,7 4,3
380 5,8 2810 72 0,8 3 4,1

L4C22T405 2,2 3 400 5,9 2820 71 0,78 3,2 4,4
415 6,2 2830 70 0,7 3,5 4,3
380 7,9 2830 75 0,77 3 4,5

L4C30T405 3 4 400 8,3 2840 74 0,71 3,3 4,6
415 8,8 2850 70 0,68 3,5 4,5
380 9,5 2840 76 0,81 3,1 5,6

L4C40T405 4 5,5 400 10 2850 75 0,79 3,4 5,6
415 10,5 2860 72 0,74 3,7 5,5
380 13,5 2840 78 0,79 3 5,4

L4C55T405 5,5 7,5 400 14 2850 77 0,74 3,4 5,5
415 14,5 2860 76 0,7 3,6 5,5
380 17 2840 80 0,84 2,6 4,7

L4C75T405 7,5 10 400 17,4 2850 79 0,79 2,9 4,8
415 18,1 2860 76 0,75 3,1 4,8

* Ts/Tn = starting torque/rated torque. l4ct-2p50_c_te

CABLE TYPERATED

POWER

OPERATING FEATURES AT RATED

POWER

DIRECT

STARTING

35 4x1.5 1,7

35 4x1.5 1,7

35 4x1.5 1,7

35 4x1.5 1,7

35 4x1.5 2,7

35 4x2 2,7

35 4x2 2,7

35 4x1.5 1,7

35 4x1.5 1,7

35 4x1.5 1,7

35 4x1.5 1,7

35 4x1.5 1,7

35 4x1.5 1,7

35 4x1.5 2,7

35 4x2 3,5

1

35 4x1.5 2,7

35 4x1.5 2,7

35 4x1.5 1,7

1,74x1.535
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L6C Series

Liquid-cooled submersible 
motors, suitable for use with 6”
borehole pumps. The choice of 
component materials ensures
optimum operating 
performance. Made almost 
entirely of stainless steel. 
Motor adapter and coupling 
dimensions to NEMA 
standards.

Specifi cations
Power supply: three-phase 50 and 60 Hz
Power: 4 kW to 37 kW 380-415 V;
overload protection to be provided by
user and installed in the control box (see
control box section)
Maximum overall diameter of
pump (cable cover included): 140 mm
Maximum immersion depth: 250 metres
Maximum water temperature: +35°C.
Insulation class: F
Protection: IP68
Tolerances: +/10%
Extractable supply cable fi tted with
watertight connector
Can also operate in a horizontal position
provided the pump can develop an axial
thrust of 250 N over the entire operating
fi eld.

Materials
Outer and inner sleeves, 
fl anges: Stainless steel
Shaft extension: Stainless steel
Upper support: Cast-iron
Elastomers: NBR

Compensating diaphragm: EPDM
Bearings: Carbon-graphite
Cooling liquid: Demineralised water +
antifreeze

Applications
Water supply

Pressure boosting

Irrigation

Fire-fi ghting

For a complete list of technical information, consult www.lowara.com
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L6C SERIES MOTORS
Dimensions and weights at 50 Hz

THGIEWmm  SNOISNEMIDROTOM

TYPE kW HP A kg

L6C40T235-405 4 5,5 600 39,4
L6C55T235-405 5,5 7,5 631 43,2
L6C75T235-405 7,5 10 660 45,2
L6C93T235-405 9,3 12,5 685 48,8
L6C110T235-405 11 15 730 52,8
L6C150T235-405 15 20 785 59
L6C185T235-405 18,5 25 860 66,4
L6C220T235-405 22 30 920 72,4
L6C300T405 30 40 1050 85
L6C370T405 37 50 1180 98

l6c-2p50-en_d_td

RATED POWER
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L6C SERIES MOTORS
Three-phase operating characteristics at 50 Hz

DETARROTOM MAX
EGATLOVEPYT WATER

RATED
Lces x cNERUTAREPMETTNERRUC

THREE-PHASE kW HP V A rpm  % cos Ts/Tn* Is/In °C mm2 m

220 17,8 2825 75 0,8 1,7 3,9
L6C40T235 4 5,5 230 18,4 2845 74 0,75 1,7 3,9

240 19,1 2860 74 0,7 1,7 3,8
220 24,1 2820 77 0,8 1,8 3,8

L6C55T235 5,5 7,5 230 24,2 2845 76 0,75 1,8 3,8
240 25,3 2860 76 0,71 1,8 3,6
220 30,5 2820 78 0,82 2 3,9

L6C75T235 7,5 10 230 31,2 2840 77 0,78 2 3,9
240 31,7 2850 77 0,73 2 4
220 37,6 2820 78 0,82 2,1 3,8

L6C93T235 9,3 12,5 230 38,1 2840 79 0,8 2,1 3,9
240 39,5 2850 78 0,79 2,15 3,9
220 43,3 2815 77 0,87 2,1 4,5

L6C110T235 11 15 230 44,2 2840 78 0,82 2,1 4,5
240 45,0 2845 77 0,79 2,15 4,5
220 58,0 2810 80 0,84 2,2 4,1

L6C150T235 15 20 230 57,9 2840 81 0,8 2,2 4,1
240 59,2 2850 81 0,76 2,25 4,1
220 70,1 2820 81 0,83 2,3 4,3

L6C185T235 18,5 25 230 71,0 2845 82 0,8 2,3 4,3
240 72,7 2855 82 0,73 2,35 4,3
220 82,3 2810 81 0,88 2,3 4

L6C220T235 22 30 230 81,4 2825 82 0,84 2,3 4,1
240 82,3 2835 82 0,8 2,35 4,2
380 10,3 2825 75 0,8 1,7 3,9

L6C40T405 4 5,5 400 10,6 2845 74 0,75 1,7 3,9
415 11 2860 74 0,7 1,7 3,8
380 13,9 2820 77 0,8 1,8 3,8

L6C55T405 5,5 7,5 400 14 2845 76 0,75 1,8 3,8
415 14,6 2860 76 0,71 1,8 3,6
380 17,6 2820 78 0,82 2 3,9

L6C75T405 7,5 10 400 18 2840 77 0,78 2 3,9
415 18,3 2850 77 0,73 2 4
380 21,7 2820 78 0,82 2,1 3,8

L6C93T405 9,3 12,5 400 22 2840 79 0,8 2,1 3,9
415 22,8 2850 78 0,79 2,15 3,9
380 25 2815 77 0,87 2,1 4,5

L6C110T405 11 15 400 25,5 2840 78 0,82 2,1 4,5
415 26 2845 77 0,79 2,15 4,5
380 33,5 2810 80 0,84 2,2 4,1

L6C150T405 15 20 400 33,4 2840 81 0,8 2,2 4,1
415 34,2 2850 81 0,76 2,25 4,1
380 40,5 2820 81 0,83 2,3 4,3

L6C185T405 18,5 25 400 41 2845 82 0,8 2,3 4,3
415 42 2855 82 0,73 2,35 4,3
380 47,5 2810 81 0,88 2,3 4

L6C220T405 22 30 400 47 2825 82 0,84 2,3 4,1
415 47,5 2835 82 0,8 2,35 4,2
380 63 2810 82 0,89 2,4 4

L6C300T405 30 40 400 61,5 2830 82 0,85 2,4 4,1
415 63,5 2840 81 0,8 2,45 3,9
380 79,5 2820 82 0,87 2 3,7

L6C370T405 37 50 400 79,3 2830 81 0,84 2,2 3,9
415 80 2840 81 0,8 2,3 4

* Ts/Tn = ratio between starting torque and nominal torque. l6c-2p50-en_f_te

35 4x8 4

35 4x8 4

35 4x6 4

35 4x8 4

35 4x4 4

35 4x6 4

35 4x4 4

35 4x4 4

35

35

35

35

35

35

4x4 4

4x6

35

35

35

35

4x4

4x4

4

CABLE TYPERATED
POWER

OPERATING CHARACTERISTICS
AT RATED POWER

DIRECT
START

4

4x4 4

4x4

4x4

4

4

4x8

4

4

4

4x6 4

4x8
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L6W/A Series

Rewindable water-fi lled 
submersible motors, suitable 
for use with 6” borehole 
pumps.
The choice of component 
materials and the sturdy 
construction ensure optimum 
operating performance, 
superior quality, reliability and 
easy installation. Motor adapter 
and coupling dimensions to 
NEMA standards.

Specifi cations
Power supply: three-phase 50 and 60 Hz
Power: 4 kW to 37 kW, 380-415V, 50Hz
Motors with double cable outlet for
star-delta starting can be supplied on
request
Maximum overall diameter of
pump (cable cover included): 144 mm
Maximum immersion depth: 350 m
Maximum water temperature: +30°C.
Insulation class: Y
Protection: IP68
Tolerances: +/10%
Power cable: Flat cable ACS-approved

Materials
Outer sleeve: Stainless steel
Upper support: Cast-iron
Thrust bearing: Graphite (Kingsbury
type)
Mechanical seal: Aluminium oxide -
Graphite
Elastomers: NBR
Compensating diaphragm: EPDM
Cooling liquid: Water + antifreeze

Applications
Water supply

Pressure boosting

Irrigation

Fire-fi ghting

Available on request:
– Motors with double cable outlet for
star/delta start
– L6WN series: complete range available 
realized of AISI 316 stainless steel
– L6WR series: complete range available 
realized of Duplex stainless steel
– HT series: complete range available for 
all the L6W/N/R construction, realized 
for applications in high temperature 
environments (up to 60°C) or under 
inverter
– Silicon Carbide mechanical seal
– Temperature sensor PT 
100 / PTC retrofi ttable kits
– Special voltages

For a complete list of technical information, consult www.lowara.com
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L6W SERIES MOTORS
Dimensions and weights at 50 Hz

MOTOR DIMENSIONS (mm) WEIGHT

TYPE

kW HP L  kg  

L6W40T405 4 5,5 583 38
L6W55T405 5,5 7,5 613 42
L6W75T405 7,5 10 653 46
L6W93T405 9,3 12,5 683 50

L6W110T405 11 15 723 54
L6W130T405 13 17,5 763 58
L6W150T405 15 20 833 66
L6W185T405 18,5 25 903 74
L6W220T405 22 30 943 77
L6W260T405 26 35 1071 86
L6W300T405 30 40 1151 94
L6W370T405 37 50 1301 108

l6w-2p50_b_td

RATED

POWER
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L6W SERIES MOTORS
Three-phase operating characteristics at 50 Hz

XAMDETARROTOM

RETAWEGATLOVEPYT

ERUTAREPMETDETAR

TNERRUCESAHP-EERHT

kW HP V A rpm  % cos Ts/Tn* Is/In °C DOL Y/D L (m)

380 9,62 2845 69,5 0,91 0,96 3,64
400 9,26 2865 71,0 0,88 1,12 3,99
415 8,94 2880 72,2 0,86 1,15 4,27
380 12,7 2850 74,0 0,89 1,28 4,27
400 12,4 2877 75,7 0,84 1,31 4,69
415 12,3 2885 74,7 0,83 1,54 4,82
380 17,1 2830 74,4 0,9 1,18 4,07
400 16,37 2862 76,0 0,87 1,40 4,74
415 16,4 2865 75,7 0,84 1,43 4,65
380 20,5 2835 76,6 0,89 1,51 4,57
400 19,96 2862 78,2 0,86 1,67 5,01
415 19,8 2870 77,6 0,83 1,82 5,16
380 24,8 2825 76,3 0,89 1,36 4,27
400 23,46 2852 78,0 0,86 1,60 4,73
415 24,0 2860 77,4 0,82 1,64 4,81
380 28,7 2820 76,6 0,9 1,37 4,38
400 27,13 2857 78,9 0,88 1,46 4,93
415 27,5 2860 77,9 0,84 1,66 4,99
380 32,4 2830 76,1 0,89 1,62 4,83
400 31,45 2856 80,6 0,85 1,72 5,24
415 31,1 2865 80,3 0,84 1,96 5,48
380 40,0 2835 80,3 0,87 1,80 5,10
400 37,6 2863 82,4 0,86 1,97 5,64
415 39,6 2865 80,4 0,81 2,17 5,63
380 48,5 2835 78,7 0,88 1,05 4,59
400 46,5 2880 82,2 0,83 1,20 5,38
415 45,4 2875 81,8 0,82 1,26 5,30
380 56,2 2865 80,2 0,88 1,03 4,57
400 55,43 2883 82,7 0,82 1,76 5,17
415 53,4 2890 81,9 0,83 1,24 5,25
380 64,7 2855 80,5 0,88 1,08 4,59
400 62,29 2890 83,1 0,83 1,19 5,32
415 61,4 2885 82,1 0,83 1,30 5,28
380 81,7 2840 78,6 0,88 1,00 4,24
400 79,11 2871 81,2 0,83 1,15 4,60
415 78,8 2875 79,8 0,82 1,20 4,81

* Ts/Tn = ratio between starting torque and nominal torque. l6w-2p50-en_d_te
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4

4

4

4

6

10

4

4

4

4

6

6

4

4

4

4

4

4

4

4

4

030403504T003W6L

030573504T073W6L

035362504T062W6L

22 30

30

30

30

30

15 20

18,5 25

12,5

11 15

13 17,5

L6W150T405

L6W220T405

L6W93T405

L6W130T405

L6W185T405

RATED

POWER

30

OPERATING CHARACTERISTICS

AT RATED POWER

DIRECT

START

30

Sec. (mm2)

L6W40T405 4 5,5

5,5 7,5

7,5 10

9,3

L6W55T405

L6W75T405

L6W110T405

4

4

4

430

30

30

CABLE TYPE

4

4

4

4

4

4

4

-

4
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L8W Series

Rewindable water-fi lled 
submersible motors, suitable 
for use with 8” borehole 
pumps. 
The choice of component 
materials and the sturdy 
construction ensure optimum 
operating performance, 
superior quality, reliability and 
easy installation. 
Motor adapter and coupling 
dimensions to NEMA 
standards.

Specifi cations
Power supply: three-phase 50 and 60 Hz
Power: 30 kW to 93 kW, 380-415V, 50Hz
Motors with double cable outlet for 
stardelta
starting can be supplied on request
Maximum overall diameter of
pump (cable cover included): 192 mm
Maximum immersion depth: 350 m
Maximum water temperature: +30°C.
Insulation class: Y
Protection: IP68
Tolerances: +/10%
Power cable: ACS-approved

Materials
Outer sleeve: Stainless steel
Upper support: Cast-iron
Thrust bearing: graphite (Kingsbury type)
Mechanical seal: Aluminium oxide - 
Graphite
Elastomers: NBR
Compensating diaphragm: EPDM
Cooling liquid: Water + antifreeze

Applications
Water supply

Pressure boosting

Irrigation

Fire-fi ghting

Available on request:
– Motors with double cable outlet for
star/delta start
– L8WN series: complete range available 
realized of AISI 316 stainless steel
– L8WR series: complete range available 
realized of Duplex stainless steel
– HT series: complete range available 
for all the L8W/N/R construction, realized 
for applications in high temperature 
environments (up to 60°C) or under inverter
– Silicon Carbide mechanical seal
– Temperature sensor PT 100 / PTC
– Special voltages

For a complete list of technical information, consult www.lowara.com
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L8W SERIES MOTORS 
Dimensions and weights at 50 Hz

Three-phase operating characteristics at 50 Hz
XAMDETARROTOM

RETAWEGATLOVEPYT

ERUTAREPMETDETAR

TNERRUCESAHP-EERHT

kW HP V A rpm  % cos Ts/Tn* Is/In °C DOL Y/D L (m)

380 65,0 2905 83,0 0,85 1,20 4,67
400 62,0 2900 83,0 0,84 1,15 4,69
415 59,0 2900 83,0 0,84 1,09 4,70
380 81,0 2840 80,5 0,87 1,04 4,19
400 78,5 2860 81,0 0,84 1,14 4,54
415 76,0 2870 81,5 0,83 1,23 4,88
380 92,0 2850 82,0 0,87 0,92 3,72
400 89,0 2870 82,0 0,85 1,01 3,98
415 89,0 2880 83,5 0,83 1,09 4,23
380 110 2840 82,0 0,86 1,14 3,90
400 108 2865 82,0 0,85 1,15 4,20
415 104 2885 82,5 0,82 1,16 4,50
380 118 2840 82,0 0,87 1,26 3,57
400 114 2870 82,0 0,85 1,27 3,88
415 110 2885 82,5 0,83 1,27 4,19
380 124 2855 82,0 0,87 1,12 4,18
400 120 2875 82,5 0,85 1,23 4,49
415 118 2885 83,5 0,83 1,33 4,80
380 138 2850 82,5 0,88 0,98 4,22
400 133 2870 83,0 0,86 1,07 4,52
415 132 2885 83,5 0,83 1,16 4,82
380 156 2860 82,0 0,87 0,92 4,10
400 152 2875 82,5 0,85 1,01 4,41
415 148 2885 83,0 0,82 1,10 4,72
380 172 2860 83,0 0,87 0,91 4,12
400 168 2870 83,5 0,84 1,00 4,39
415 163 2880 84,0 0,82 1,08 4,66
380 192 2850 83,0 0,87 0,84 3,38
400 186 2860 83,5 0,85 0,92 3,84
415 180 2885 84,0 0,83 1,00 4,30

* Ts/Tn = ratio between starting torque and nominal torque. l8w-2p50-en_d_te

35

6

6

6

6

10

10

10

16

35

5,5

10

10

16

16

16

16

25

25

16

16

5,5

5,5

5,5

5,5

5,5

5,5

5,5

5,5

30

30

30

30

30

75 100

93 125

83 110

60 80

67 90

52 70

55 75

37 50

45 60

L8W670T405

L8W930T405

L8W520T405

L8W600T405

L8W750T405

L8W830T405

CABLE TYPERATED

POWER

30

OPERATING CHARACTERISTICS

AT RATED POWER

DIRECT

START

Sec. (mm2)

5,5L8W300T405 30 40

30

30

30

30

L8W370T405

L8W450T405

L8W550T405

MOTOR DIMENSIONS (mm) WEIGHT

TYPE

kW HP L  kg  

L8W300T405 30 40 1015 145
L8W370T405 37 50 1105 162
L8W450T405 45 60 1195 180
L8W520T405 52 70 1285 200
L8W550T405 55 75 1325 206
L8W600T405 60 80 1375 217
L8W670T405 67 90 1465 235
L8W750T405 75 100 1555 252
L8W830T405 83 110 1615 265
L8W930T405 93 125 1755 290

l8w-2p50_a_td

RATED

POWER
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L10W Series
Rewindable water-fi lled 
submersible motors, suitable 
for use with 10” borehole 
pumps. The choice of 
component materials and 
the sturdy construction 
ensure optimum operating 
performance, superior quality, 
reliability and easy installation.

Specifi cations
Power supply: three-phase 50 and 60 Hz
Power: 93 kW to 150 kW, 380-415V,  50Hz
Motors with double cable outlet for 
stardelta
starting can be supplied on request
Maximum overall diameter of
pump (cable cover included): 236 mm
Maximum immersion depth: 350 m
Maximum water temperature: +25°C.
Insulation class: Y
Protection: IP68
Tolerances: +/10%
Power cable: ACS-approved

Materials
Outer sleeve: Stainless steel
Upper support: Cast-iron
Thrust bearing: graphite (Kingsbury type)
Mechanical seal: Aluminium oxide - 
Graphite
Elastomers: NBR
Compensating diaphragm: EPDM
Cooling liquid: Water + antifreeze

Applications
Water supply

Pressure boosting

Irrigation

Fire-fi ghting

Available on request:
– Material versions: 316 or Duplex
– HT, high temperatur environments 
versions
– Temperature sensor PT 100
– Silicon carbide mechanical seal
– Inverter applications
– Horizontal installation For a

For a complete list of technical information, consult www.lowara.com
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L10W SERIES MOTORS
Dimensions and weights at 50 Hz

Three-phase operating characteristics at 50 Hz

MOTOR RATED MAX.

TYPE VOLTAGE WATER

RATED TEMPERATURE

THREE-PHASE CURRENT

kW HP V A rpm  % cos Ts/Tn* Is/In C DOL Y/D L (m)

380 191 2895 83,0 0,87 1,02 5,14
415 180 2915 84,0 0,84 1,21 5,95
380 235 2900 83,5 0,86 1,20 4,77
415 220 2920 84,5 0,82 1,43 5,57
380 270 2895 84,0 0,86 1,29 4,84
415 255 2915 85,5 0,83 1,54 5,60
380 308 2905 83,0 0,86 1,26 4,77
415 285 2925 84,0 0,84 1,50 5,63

* Ts/Tn = starting torque/rated torque. l10w-2p50_a_te

5

5

5

5

25

25

25

25

35

50

50

70

175

CABLE TYPERATED

POWER

25

OPERATING FEATURES AT RATED

POWER

DIRECT

STARTING

Sez. (mm2)

25

L10W1100T405

L10W1300T405

L10W1500T405 150 200

110 150

130 25

L10W930T405 93 125

25

MOTOR DIMENSIONS (mm) WEIGHT

TYPE

kW HP L kg

 L10W930T405 93 125 1562 360
 L10W1100T405 110 150 1702 401
 L10W1300T405 130 175 1852 448
 L10W1500T405 150 200 1982 487

l10w-2p50_a_td

RATED

POWER
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L12W Series
Rewindable water-fi lled 
submersible motors, suitable 
for use with 12” borehole 
pumps. The choice of 
component materials and 
the sturdy construction 
ensure optimum operating 
performance, superior quality, 
reliability and easy installation.

Specifi cations
Power supply: three-phase 50 and 60 Hz
Power: 185 kW to 300 kW, 380-415V, 
50Hz
Motors with double cable outlet for
star-delta starting can be supplied on
request
Maximum overall diameter of
pump (cable cover included): 276 mm
Maximum immersion depth: 350 m
Maximum water temperature: +25°C.
Insulation class: Y
Protection: IP68
Tolerances: +/10%
Power cable: ACS-approved

Materials
Outer sleeve: Stainless steel
Upper support: Cast-iron
Thrust bearing: graphite (Kingsbury
type)
Mechanical seal: Aluminium oxide -
Graphite
Elastomers: NBR
Compensating diaphragm: EPDM
Cooling liquid: Water + antifreeze

Applications
Water supply

Pressure boosting

Irrigation

Fire-fi ghting

Available on request:
– Material versions: 316 or Duplex
– HT, high temperatur environments 
versions
– Temperature sensor PT 100
– Silicon carbide mechanical seal
– Inverter applications
– Horizontal installation

For a complete list of technical information, consult www.lowara.com
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L12W SERIES MOTORS 
Dimensions and weights at 50 Hz

Three-phase operating characteristics at 50 Hz

XAMDETARROTOM

RETAWEGATLOVEPYT

ERUTAREPMETDETAR

TNERRUCESAHP-EERHT

kW HP V A rpm  % cos Ts/Tn* Is/In °C DOL Y/D L (m)

380 380 2895 84,0 0,87 1,28 5,57

380 470 2910 84,5 0,86 1,04 4,60

380 525 2875 85,0 0,87 0,96 4,10

380 620 2880 85,0 0,87 0,90 4,10

* Ts/Tn = ratio between starting torque and nominal torque. l12w-2p50-en_b_te

25

400

L12W1850T405 185 250

25

25

L12W2200T405

L12W2600T405

L12W3000T405

220 300

260 350

300

CABLE TYPERATED

POWER

25

OPERATING CHARACTERISTICS

AT RATED POWER

DIRECT

START

Sec. (mm2)

5

5

5

5

70

95

120

2x70

50

50

70

70

MOTOR DIMENSIONS (mm) WEIGHT

TYPE

kW HP L kg

L12W185OT405 185 250 1739 552
L12W2200T405 220 300 1889 616
L12W2600T405 260 350 2039 680
L12W3000T405 300 400 2189 745

l12w-2p50_a_td

RATED

POWER
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