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TABELLA DI PRESTAZIONI IDRAULICHE SERIE BG 2 poli 50 Hz

PUMP TYPE

l/min        0 10 20 30 40 50 60 65 70

m
3
/h        0 0,6 1,2 1,8 2,4 3 3,6 3,9 4,2

kW HP

BG(M)3 0,37 0,5 36,9 30,6 25,6 21,5 17,7 13,8

BG(M)5 0,55 0,75 40,2 35,7 32,0 28,8 25,7 22,4 18,8

BG(M)7 0,75 1 45,4 38,1 34,8 31,7 28,6 25,6

BG(M)9 0,9 1,2 49,6 41,1 37,7 34,8 32,2 29,8 28,6

BG(M)11 1,1 1,5 53,2 45,8 42,5 39,5 36,5 33,5 31,9 30,3

Maximum delivery depends on geodetic suction lift with clean 8 m pipe and 1¼" foot valve. bg-2p50-en_a_th

These performances are valid for liquids with density ρ = 1,0 kg/dm³ and kinematic viscosity ν = 1 mm²/s.

Q = DELIVERYRATED

POWER

H = TOTAL HEAD METRES COLUMN OF WATER

BG SERIESBG SERIESBG SERIESBG SERIESBG SERIES
ELECTRICAL DAELECTRICAL DAELECTRICAL DAELECTRICAL DAELECTRICAL DATTTTTA AA AA AA AA AT 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLES

BG SERIESBG SERIESBG SERIESBG SERIESBG SERIES
HYDRAHYDRAHYDRAHYDRAHYDRAULIC PERFORMANCE TULIC PERFORMANCE TULIC PERFORMANCE TULIC PERFORMANCE TULIC PERFORMANCE TABLE AABLE AABLE AABLE AABLE AT 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLES

DATI ELETTRICI SERIE BG 2 poli 50 Hz

PUMP MOTOR INPUT INPUT CAPACITOR PUMP MOTOR INPUT INPUT INPUT

TYPE TYPE POWER* CURRENT* TYPE TYPE POWER* CURRENT* CURRENT*

220-240 V 220-240 V 380-415 V

kW A µF / 450 V kW A A

BGM3 SM63BG/1045 0,67 2,96 14 BG3 SM63BG/304 0,68 2,56 1,48

BGM5 SM71BG/1055 0,91 4,33 16 BG5 SM71BG/305 0,81 2,74 1,58

BGM7 SM71BG/1075 1,11 5,00 20 BG7 SM80BG/307HE 1,07 3,32 1,92

BGM9 SM71BG/1095 1,24 5,54 25 BG9 SM80BG/311HE 1,15 3,65 2,11

BGM11 SM80BG/1115 1,43 6,47 30 BG11 SM80BG/311HE 1,34 4,12 2,38

*Maximum value in specified range. bg-2p50-en_b_te

1 ~ 3 ~
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THREE-PHASE MOTORS ATHREE-PHASE MOTORS ATHREE-PHASE MOTORS ATHREE-PHASE MOTORS ATHREE-PHASE MOTORS AT 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLES
MOTORI TRIFASE  BG  50 Hz, 2 poli 

PN

kW 4/4 3/4 2/4 4/4 3/4 2/4 4/4 3/4 2/4 4/4 3/4 2/4 4/4 3/4 2/4 4/4 3/4 2/4

0,4 - - - - - - - - - - - - - - - - - - -
0,55 - - - - - - - - - - - - - - - - - - -
0,75 77,4 77,4 74,0 77,4 77,4 74,0 77,4 77,4 74,0 77,4 77,4 74,0 77,4 77,4 74,0 77,4 77,4 74,0
0,9 80,1 80,1 78,9 80,1 80,1 78,9 80,1 80,1 78,9 80,1 80,1 78,9 80,1 80,1 78,9 80,1 80,1 78,9
1,1 80,1 80,1 78,9 80,1 80,1 78,9 80,1 80,1 78,9 80,1 80,1 78,9 80,1 80,1 78,9 80,1 80,1 78,9

PN fN

kW Hz

0,4 63
0,55 71
0,75 80
0,9 80
1,1 80

ATEX

PN 220 V 230 V 240 V 380 V 400 V 415 V 380 V 400 V 415 V 660 V 690 V

kW

0,4 2,20 2,34 2,51 1,27 1,35 1,45 - - - - -
0,55 2,56 2,56 2,62 1,48 1,48 1,51 - - - - -
0,75 3,10 3,05 3,03 1,79 1,76 1,75 1,78 1,76 1,74 1,03 1,01
0,9 4,17 4,09 4,07 2,41 2,36 2,35 2,40 2,36 2,34 1,39 1,36
1,1 4,17 4,09 4,07 2,41 2,36 2,35 2,40 2,36 2,34 1,39 1,36

Note: Observe the regulations and codes locally in force regarding sorted waste disposal. bg-ie2-mott-2p50-en_a_te

** Operating conditions to be referred to motor only. About electric pump, refer to limits in user’s manual.

SM80BG/311HE 8,98 3,63 4,620,82
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Nm Ts/TN
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Data for 400 V / 50 Hz Voltage

Tm/Tn
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Y 690 V

Efficiency ηN

Y
e
a
r 

o
f 

  
 

m
a
n

u
fa

c
tu

re

%

∆ 220 V ∆ 230 V ∆ 240 V ∆ 380 V ∆ 400 V ∆ 415 V

Y 400 V

Model

Lowara srl Unipersonale

Reg. No. 341820260

Montecchio Maggiore  Vicenza - Italia 

Y 415 V Y 660 V

Manufacturer

Y 380 V

No

Operating conditions **

T. amb

min/max

°C

Altitude

Above Sea

Voltage UN

V

Y

IN (A)

Y ∆∆

2880 ÷ 2900

min
-1

nN

2740 ÷ 2790

4,00

2825 ÷ 2850
2885 ÷ 2905
2880 ÷ 2900

 Level (m)
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.

 1000 -15 / 40

3,13
3,56
4,09
4,00

5,97
0,79 8,70
0,82 8,98

MOTORS FOR BG SERIESMOTORS FOR BG SERIESMOTORS FOR BG SERIESMOTORS FOR BG SERIESMOTORS FOR BG SERIES

SINGLE-PHASE MOTORS ASINGLE-PHASE MOTORS ASINGLE-PHASE MOTORS ASINGLE-PHASE MOTORS ASINGLE-PHASE MOTORS AT 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLES

Standard supplied IE2 three-phase surface motors Standard supplied IE2 three-phase surface motors Standard supplied IE2 three-phase surface motors Standard supplied IE2 three-phase surface motors Standard supplied IE2 three-phase surface motors ≥ 0,75 kW are compliant with Regulation0,75 kW are compliant with Regulation0,75 kW are compliant with Regulation0,75 kW are compliant with Regulation0,75 kW are compliant with Regulation
(EC) no. 640/2009 and IEC 60034-30.(EC) no. 640/2009 and IEC 60034-30.(EC) no. 640/2009 and IEC 60034-30.(EC) no. 640/2009 and IEC 60034-30.(EC) no. 640/2009 and IEC 60034-30.

Electrical performances according to EN 60034-1.
Insulation class 155 (F). IP55 protection. Condensate drain plugs on standard version.
Cooling by fan according to EN 60034-6.
Cable gland metric size according to EN 50262.
Standard voltage:
••••• Single-phase version: 220-240 V 50 Hz (incorporated automatic-reset overload protection).
••••• Three-phase version: 220-240/380-415 V 50 Hz (overload protection to be provided by the user).
MOTORI MONOFASE PER SERIE BG  50 Hz, 2 poli

INPUT

CURRENT

PN In (A) Tn

kW 220-240 V µF V min
-1 ls / ln η % cosϕ Nm Ts/Tn Tm/Tn

0,4 SM63BG/1045 63 2,79-2,85 14 450 2745 2,64 65,1 0,96 1,39 0,68 1,63

0,55 SM71BG/1055 71 3,76-3,99 16 450 2820 3,72 68,9 0,91 1,86 0,61 2,00

0,75 SM71BG/1075 71 4,90-4,85 20 450 2765 3,42 70,1 0,96 2,59 0,58 1,75

0,95 SM71BG/1095 71 6,25-5,89 25 450 2740 3,39 71,1 0,98 3,31 0,58 1,66

1,1 SM80BG/1115 80 6,88-6,65 30 450 2800 3,89 74,7 0,96 3,75 0,46 1,72

bg-motm-2p50-en_a_te

MOTOR TYPE
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DIMENSIONI E PESI SERIE BG 2 poli 50 Hz

POMP TYPE WEIGHT

kg

BGM3 10

BGM5 12

BGM7 13

BGM9 13

BGM11 16

BG3 10

BG5 12

BG7 17

BG9 19

BG11 19

bg-2p50-en_c_td

Rp 1

DNMDIMENSIONS (mm)

D L L1 H

DNA

Rp 1

Rp 1¼

Rp 1¼

Rp 1¼

Rp 1¼

Rp 1¼

Rp 1¼ Rp 1

Rp 1

Rp 1¼

Rp 1

Rp 1

Rp 1

Rp 1

Rp 1

Rp 1

240

232

241

222

240

240

232

248

232

114

380

425

120

140 31

155

156

140

155

155

114

114

425

380

425

425

69

366 62

76

366

140

120

380

140 380

62

76

222 Rp 1¼

Rp 1¼

Rp 1¼
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BG SERIESBG SERIESBG SERIESBG SERIESBG SERIES
DIMENSIONS AND WEIGHTS ADIMENSIONS AND WEIGHTS ADIMENSIONS AND WEIGHTS ADIMENSIONS AND WEIGHTS ADIMENSIONS AND WEIGHTS AT 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLEST 50 Hz, 2 POLES


