QSPP SERIES

FEATURES ,
e Completely Independent Development
e Inlet And Outlet Be Reinforce By A Stainless Steel Ring
¢ Integral Structure Handle, Convenient Installation

WORKING CONDITIONS
¢ Medium Temperature: 5-50°c

e Environmental Temperature: <50°
e Max. Working Pressure: 0.3Mpa

TECHNICAL PARAMETER LIST

Swimming Pool Pump

QS SERIES

FEATURES
e Corrosion Protected Steel
e Easy To Assemble Pump Basket

e Lid Designed To Eliminate Suction Leaks
e Easy Maintenance And Repairs

WORKING CONDITIONS

¢ Medium Temperature: 5-50°¢
e Environmental Temperature: <50°c
e Max. Working Pressure: 0.3Mpa

TECHNICAL PARAMETER LIST

Model QSPP100 QSPP200 QSPP300 Model Qs-100 Qs-200 Qs-300
Qmax (I/min) 315 480 550 Qmax (I/min) 275 520 635

Hmax (M) 15 21 22 Hmax (M) 11 18 19.5
Voltage (V) 230 230 230 Voltage (V) 230 230 230
Power (HP) 1 2 3 Power (HP) 1 2 3

Inlet & Outlet 2" & 2” 2” & 2" 2" & 2” Inlet & Outlet 1%” & 1%” 15" & 14" 1%” & 14"
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